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SARA Mission Statement  
  

It shall be the Mission of the Society of Amateur Radio Astronomers 

(SARA) to:  

  

Å Facilitate the flow of information pertinent to the field of Radio 

Astronomy among our members.  

Å Promote members to mentor newcomers to our hobby and share 

the excitement of radio astronomy with other interested persons 

and organizations.  

Å Promote individual and multi station observing programs.  

Å Encourage programs that enhance the technical abilities of our 

members to monitor cosmic radio signals, as well as to share and 

analyze such signals.  

Å Encourage educational programs within SARA and educational 

outreach initiatives.  

Å The Society of Amateur Radio Astronomers, Inc. is a membership 

supported, non-profit [501(c)(3)], educational and scientific 

corporation.   
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{!w! tǊŜǎƛŘŜƴǘΩǎ /ƻƳƳŜƴǘǎ 
 

Welcome to our first addition to the ARRL Antenna 

Book! 

I hope this edition provides motivation and excitement 

to expand your ham radio skills into radio astronomy. 

Radio astronomy is an exciting and challenging field. 

SARA was organized over 40 years ago to provide a 

resource and forum for amateur radio operators to 

expand their skills in the design of advanced antennas, 

receivers, and processing equipment that enable the capture of astronomical sources as low as a 

thousandth of a Jansky!  

Benefits of Joining SARA ($20/year) 

¶ SARA Journal (Radio Astronomy) ς published six times per year. 

¶ Fully indexed references to all journals, conference proceedings, and video presentations ς 

invaluable for doing research for your radio astronomy project. 

¶ Monthly Zoom session ς 5ǊŀƪŜΩǎ [ƻǳƴƎŜ όŦƻǊǳƳ ǘƻ ŘƛǎŎǳǎǎ ǘŜŎƘƴƛŎŀƭ ŎƘŀƭƭŜƴƎŜǎ ǿƛǘƘ ƭŜŀŘƛƴƎ 

experts). 

¶ Monthly Zoom session ς Radio Telescope Observation Party (forum to discuss how to observe 

astronomical sources). 

¶ Monthly Zoom session ς !ǳǎǘǊŀƭƛŀ 5ǊŀƪŜΩǎ [ƻǳƴƎŜ όŦƻǊǳƳ ǘƻ discuss radio astronomy with 

Australia members). 

¶ SARA ς Listserve ς real-time forum to provide 24/7 technical interchange between members. 

¶ SARA YouTube Channel ς provides presentations on all aspects of amateur radio astronomy. This 

includes tutorials and radio astronomy observations. 

https://www.youtube.com/channel/UC-SzptAQZ-20c9CkRb9ZPxw/videos 

¶ Two major conferences each year (East Coast and West Coast) in which the members meet and 

present results from the past year.  

 

Start your radio astronomy journey now by visiting the SARA website at: www.radio-astronomy.org 

Thanks! 

Rich 

 

Dr. Richard Russel (AC0UB) 

SARA President/Journal Editor 

https://www.youtube.com/channel/UC-SzptAQZ-20c9CkRb9ZPxw/videos
http://www.radio-astronomy.org/
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Antennas for Radio Astronomy 
This section was produced by members of the Society of Amateur Radio Astronomers (SARA) (www.radio-

astronomy.org) ς President & Editor Dr. Richard Russel (AC0UB) 

 

From K4CSO: άWhy do you do this άǊŀŘƛƻ ŀǎǘǊƻƴƻƳȅέ? And how far can you hear?  For hams they 

are sort of limited by the size of the earth range wise. Moon bouncers take that to a half million 

miles, a mere 2.6 light seconds. Radio astronomers are in the case of fast radio bursts possibly 

beyond the Billion Light Year mark. I'm doing Hydrogen line and am somewhere in the 30-40,000 

Light Year category. That's usually enough to amaze and astound the neighbors and most hams.έ 

 

Radio astronomy involves design and engineering of antennas and receiver systems able to detect 

extremely low levels of signal in a high-noise environment. The antenna design, as well as the rest of the 

RF chain, receivers, computers, and software, are highly tuned for specific astronomical objects.  Amateur 

radio astronomers have been able to detect solar flares, meteors, galactic hydrogen clouds, Jupiter bursts, 

masers, pulsars, magnetars, and even fast radio bursts.  

The following amateur radio astronomers contributed to this special edition for the ARRL Antenna Book: 

Peter East, Wolfgang Herrmann, Michiel Klaasen, Dan Layne (AD0CY), Richard Marsden, Eduard Mol, 

Mario Natali (I0NAA), Steve Olney (VK2XV), Charles Osborne (K4CSO), Jonathan Pettingale, Alex Pettit 

(KK4VB), Bruce Randall (NT4RT), Whitham Reeve, Richard Russel (AC0UB), Chip Sufitchi (N2YO), and Ray 

Uberecken (AA0L). 

 

Excellent introductions to radio astronomy can be found at the SARA YouTube Channel by Ed Harfmann ( 
https://youtu.be/AOgvjRXnins) and Dr. Wolfgang Herrmann (https://youtu.be/8j1bVpC6M94 ). 

 

  

http://www.radio-astronomy.org/
http://www.radio-astronomy.org/
https://youtu.be/AOgvjRXnins
https://youtu.be/8j1bVpC6M94
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A. Amateur Radio Astronomy Overview and Theory - Mario Natali (I0NAA) 
 

Historical Background 

Radio astronomy and optical astronomy are two very close disciplines that aim to analyze electromagnetic 

radiation from celestial objects. 

The substantial difference between the two disciplines lies in the system of analysis and reception that 

must be designed to decode electromagnetic waves with enormously different wavelengths. 

The electromagnetic radiation can be of natural or artificial origin. Artificial radiation began in the second 

half of the nineteenth century with the beginning of the use of electricity on a large scale and increased 

from the 1900Ωǎ with the experiments of Guglielmo Marconi and the beginning of telecommunications. 

The most powerful source of natural electromagnetic waves is the sun followed by the phenomenon of 

atmospheric discharges and that of electrostatic discharges. 

The science of radio astronomy is very young, having had its beginning in 1931 with the experiments of 

YŀǊƭ DΦ Wŀƴǎƪȅ ǘƘŀǘ ǿŜǊŜ ǇǳōƭƛǎƘŜŘ ƛƴ мфон ƛƴ ǘƘŜ 5ŜŎŜƳōŜǊ ƛǎǎǳŜ ƻŦ ǇǊƻŎŜŜŘƛƴƎǎ ƻŦ ǘƘŜ άLƴǎǘƛǘǳǘŜ ƻŦ 

wŀŘƛƻ 9ƴƎƛƴŜŜǊǎέ (1)[A1]. 

In 1937 Grote Reber became ǾŜǊȅ ƛƴǘŜǊŜǎǘŜŘ ƛƴ WŀƴǎƪȅΩǎ ŘƛǎŎƻǾŜǊȅ ŀƴŘΣ ŎŀǇƛǘŀƭƛȊƛƴƎ ƻƴ Ƙƛǎ ƪƴƻǿ-how as a 

ham radio operator (W9GZF), built his own radio telescope consisting of a parabolic dish of 31-foot (9.5 

meters) in diameter in his backyard. After doing this, he was able to publish a series of articles in the 

ά!ǎǘǊƻǇƘȅǎƛŎŀƭ WƻǳǊƴŀƭέ (2)[A2]. In 1944, Reber developed a contour radio map of the sky, with brighter 

areas indicating richer radio sources, the brightest being the center of the Milky Way. With this discovery,  

radio astronomy was born! 

Radio astronomical sources can be broadly classified into two categories:  

(i) thermal  

(ii) nonthermal 

Thermal radiation is obtained when a black body is heated and ƎƻǾŜǊƴŜŘ ōȅ tƭŀƴŎƪΩǎ ƭŀǿΦ ¢ƘŜ ǇŜŀƪ 

emission frequency depends on the temperature. 

Most nonthermal radiation is either synchrotron radiation or Bremsstrahlung radiation. Nonthermal 

radiation is produced by a sudden slowing down or deflection of charged particles (especially electrons) 

passing through matter in the vicinity of strong electric fields of atomic nuclei. 

Even though radio astronomical sources can have different mechanism of emissions, all of them are very 

weak sources of radio waves and have power flux densities that are many orders of magnitude below 

those weΩǊŜ familiar with. 

SIGNAL STRENGTH 

Most cosmic radio sources generate broadband signals and thus the power received depends on the total 

receiver bandwidth (Total Power). This fact, connected with the need to be able to compare measures 

performed with antennas with different areas of capture, pushed Radio Astronomers to use a dedicated 

https://www.britannica.com/dictionary/deflection
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unit of measure to specify a ŎƻǎƳƛŎ ǎƻǳǊŎŜǎ ǎƛƎƴŀƭ ǎǘǊŜƴƎǘƘΦ ¢Ƙƛǎ ǳƴƛǘ ƛǎ ǘƘŜ άWŀƴǎƪȅέ (abbreviated Jy) and 

was named after Karl G. Jansky. 

The Jy is a unit of measure of power per unit bandwidth per unit area: 

                 ρ ὐώρπ  ὡὥὸὸ ά  Ὄᾀ          (1) 

The -26 exponent already gives a good feeling that the radiation must be extremely weak. If we were to 

express this verbally, we would say that 1 jansky is equal to one-hundredth of one-trillionth of a trillionth 

of a watt per square meter per hertz! 

The Jy can be compared with the well-known dBm (decibels above 1 mW), which is a very popular unit of 

measure among the radio engineering community.  

It would be very informative to analyze an example to understand how weak the cosmic signals are. 

[ŜǘΩǎ ǎǳǇǇƻǎŜ we have a 2000 W 1296 MHz EIRP transmitter (63 dB) to send a signal to the moon; the 

EME path loss at 1296 MHz is about 270 dB, and so the bounced signal will have a strength of about -207 

dBm.  If the receiving antenna collecting area corresponds to the isotropic collecting area (‗ Ⱦτ“ ȟ and 

we are operating a signal with a bandwidth of 3000 Hz, we can say that the equivalence in Jansky to the -

207 dBm is around 2500 Jy. (3) (4) [A3][A4] 

Only the sun exceeds 2500 Jy at 1400 MHz, ŀƭƭ ƻǘƘŜǊ άǎǘǊƻƴƎέ ǎƻǳǊŎŜǎ ŀǊŜ ōŜƭƻǿ нллл WȅΦ 

The strongest Pulsars have a signal strength of 1 Jy, and all others are in the range of milli-Jy and micro-

Jy! 

ANTENNAS AND NOISE 

In communication systems the so-called NOISE (Figure A1) is any unwanted signal, random or 

deterministic, which interferes with the signal of interest and degrades its characteristics. 

 

 

Figure 1: [A1] Classification of NOISE. 

The analysis of thermal noise in the system will help us in understanding the concept of Antenna 

Temperature. 
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[ŜǘΩǎ ƭƻƻƪ at a resistor taken at a certain temperature (Figure A2). The so-called thermal noise is due to 

the thermal agitation of the electrons which, at a temperature T> 0 K, move with a chaotic (Brownian) 

motion:  

 

Figure 2: [A2] Thermal agitation of the electrons in a resistor generates a voltage. 

The thermal noise voltage has zero mean with Gaussian amplitude distribution and the effective value is: 

                                                            ‡  = Ѝτ‖ὝὄὙ                                  (2) 

k = Boltzmann constant (1.38 ·10ς23 J/K) 
T = Temperature in Kelvin 
B = Bandwidth (Hz) 
R = Resistance (Ohm) 
 

The equivalent circuit (Figure A3) of a real resistor R is represented from a generator E with value ○ in 

series with an ideal noiseless resistor R1: 

 

Figure 3: [A3] Equivalent circuit. 

If the apply is a matched load, we have maximum power transfer condition, and the current will be:  

                                                                I =                                             (3) 

As R=R1, the voltage applied to R1 will be: 

                                                                   ’                                              (4) 

Therefore, the power generated (received) at R1 will be: 

                                                            P=   ‖Ὕὄ                                  (5) 

In the equation above there is a direct proportionality between P (noise power) and T (temperature). The 

term άŜǉǳƛǾŀƭŜƴǘ ǘŜƳǇŜǊŀǘǳǊŜέ ¢ όYύ Ŏŀƴ ǘƘŜǊŜŦƻǊŜ ōŜ ǳǎŜŘ ǘƻ quantify the noise. In radio astronomy, the 

equivalent noise temperature of an antenna that observes a non-polarized noise source at temperature 

Tsrc depends on the ratio between the solid angles of the source and the antenna (5)[A5]. 
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Ὕ = Equivalent temperature 
of source  
    = Solid angle of source 
   = Solid angle of antenna 
Ὕ = Equivalent temperature 

od antenna 
 

 

 

Figure 4: [A4] Solid angles. 

The equation that links all parameters is the following: 

     Ὕ = Ὕ                          (6) 

 

Now that we have all the elements to measure the noise power from a cosmic source we will use the so-

called Y-factor method (6)[6] pointing alternatively the antenna to a reference source (usually cold sky 

area) and to the source: 

                                                                         Y =                                      (7) 

ὖ     = Noise power pointing the antenna to the source  
ὖ   = Noise power pointing the antenna to a cold sky area 

 
As we have seen we can write the above formula using Temperature and therefore we have:  

                                                 ὣ =                            (8) 

Ὕ     = Antenna equivalent temperature while pointing cosmic source to be analyzed 
Ὕ   = Receiving system total noise temperature 

Ὕ        = Antenna equivalent temperature while pointing cold sky area (this factor can be neglected 

most of the time) 
 

We can also use dB applying log function: 

  

                                                                ὣ = 10 ὰέὫ ὣ                     (9) 

HANDS ON 

There are several programs available that help in predicting what cosmic sources are detectable with a 

certain set-up, one of those is MURMUR, which is available at http://i0naa.altervista.org/index.php 

   

   

 4  

Ὕ   

http://i0naa.altervista.org/index.php
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MURMUR (Figure A5) was designed to allow the prediction of possibility to detect Pulsars, but it also has 

the capability to predict the expected signal strength of main cosmic sources such as the Sun, Moon, 

Cassiopeia A, Cygnus A, Taurus A, Sagittarius A, Virgo A, and Quasar 3C273. 

The sun noise is calculated by interpolating the real time sun flow from NOAA solar observatories; the 

noise of the moon is calculated with a dedicated algorithm that takes the moon phases into consideration. 

The noise of other sources is based on the interpolation of the latest data available in literature. (7)[A7] 

(8)[A8] (9)[A9] (10)[A10] (11)[A11] (12)[A12] (13)[A13] (14)[A14] 

MURMUR requires the basic characteristics of the antenna and the receiving system and, based on those 

inputs, shows predictions of Pulsar detectability and the expected y-factor noise of several noise sources:   

 

Figure 5:[A5] Murmur screen to enter receiving system parameters. 

MURMUR calculates the expected sun noise y-factor based on the latest sun flow update from NOAA 

observatories, as shown in Figure A6: 
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Figure 6:[A6] Murmur screen showing data downloaded from NOAA sun observatories and expected y-factor sun noise. 

Murmur also calculates the expected y-factor noise of a few important cosmic noise sources, as shown 

in Figure A7: 

 

Figure 7: [A7] Murmur screenshot showing expected Noise Y-factor from cosmic sources. 

The noise power measuring technique in the analog world is usually based on the detection of the 

electromagnetic signal entering the antenna and its conversion into a voltage proportional to the power 

of the incident wave. 
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Figure 8: [A8] Basic blocks of total power detection system. 

In the digital world, the part in the red box (Figure A8) is usually replaced with an SDR (Software Defined 

Radio) that allows much more powerful analysis and processing.  

A very minimal receiving set-up (Figure A9) can be based on the low-cost RTL-SDR: 

 

 

 

 

Figure 9: [A9] System block diagram of noise detection system based on RTL-SDR. 

The main pros of this setup are the very low cost of the hardware and the possibility to do lots of data 

elaboration. 

The main cons are the stability of RTL-SDR, and the low rejection to interference from out-of-band signals.  

There are several programs to measure total noise power, one of them is TotalPower, which is available 

from the web site of the author at http://i0naa.altervista.org/index.php 

Measuring noise power with an SDR is based on the processing of sampled data that the SDR makes 

available on an internal register. In the case of RTL-SDR (Figure A10), the sampled incoming data are made 

available in a buffer that is 65536 bytes long and contains a sequence of I and Q values. (15) [A15] 

 

 

 

Figure 10: [A10] RTL-SDR data buffer structure.       

The captured IQ data are in the form of 8-bit unsigned data. Each I and Q value varies from 0 ς 255 

(00000000 to 11111111). 

RTL -SDR data Buffer 65536 BYTES  

I Q I Q 

http://i0naa.altervista.org/index.php
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To get signed values we need to subtract 127.5 from each I and Q value, which results in a new range from  

-127.5 ς +127.5. Then the complex data is y = I + jQ. 

The I and Q values represent the peak value of the in-phase and quadrature components of the RF signal 

vector. With those values we can describe instantaneous amplitude and phase, allowing all power 

calculations. 

TotalPower (Figure A11 ς A13), on top of the basic plot of total power received, also offers several other 

functions that are very helpful to move into the first steps in radio astronomy. 

 

Figure 11:[A11] TotalPower screen showing RF signal captured in real time. 

 

 

 

 

Figure 12: [A12] TotalPower screen visualizing detection Hydrogen line (H-Line). 
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Figure 13:[A13] TotalPower screen visualizing in 3D sun noise. 

  

CONCLUSION 

In the above discussion we covered a very basic technique for radio astronomy that is based on total 

power measurements. There are several other techniques, such as interferometry, folding, etc., but the 

emotion of receiving a signal for the first time from a remote cosmic source will be exactly our first QSO: 

JUST A START! 
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Antennas for Receiving Solar Radio Emissions & Aurora Radio Reflections 

B. Solar radio emissions - Whitham D. Reeve 

Solar radio emissions are a component of space weather and have a very wide frequency spectrum; 
ƘƻǿŜǾŜǊΣ ŘŜǇŜƴŘƛƴƎ ƻƴ ǘƘŜ ƛƴǘŜǊǾŜƴƛƴƎ ƛƻƴƻǎǇƘŜǊŜΩǎ ŎƻƴŘƛǘƛƻƴΣ ǘƘŜ ŜƳƛǎǎƛƻƴǎ ŀǊŜ ōƭƻŎƪŜŘ ōȅ ǘƘŜ 
ionosphere below around 15 MHz. The blockage can occur at lower or higher frequencies, but 
observations as low as 5 MHz are very rare at most locations on Earth. The spectral and temporal 
characteristics of the many types of solar radio emissions are tabulated at (16) [B1][ReeveSolar]. 

Solar radio emissions are more intense at lower frequencies, so HF and low VHF antennas are the best 
types for solar observations. Specific frequency bands have been set aside for radio astronomy purposes 
and observers may wish to try listening to the Sun in the center of those bands (Table 1). However, above 
around 85 MHz interference from terrestrial transmitters such as FM, TV broadcast transmitters, and 
mobile telephone systems, becomes a serious impediment to observations of wideband emissions. 

 

13.360-13.410 MHz 25.550-25.670 MHz 37.5-38.0 MHz 73.0-74.6 MHz 406.1-410.0 MHz 

608-614 MHz 1400-1427 MHz 1610.6-1613.8 MHz 1660.0-1670.0 MHz 2655-2690 MHz 

4990-5000 MHz 10.68-10.7 GHz 15.35-15.4 GHz 22.21-22.5 GHz 23.6-24.0 GHz 

31.3-31.8 GHz 42.5-43.5 GHz 51.4-54.25 GHz 58.2-59 GHz 64-65 GHz 

86-92 GHz 105-116 GHz 164-168 GHz 182-185 GHz 217-231 GHz 

265-275 GHz     
Table [B1] Table 1 Radio astronomy frequency allocations, USA only (17) [B2][FCC]. 

 

The ideal antenna for solar radio observations is a wideband, steerable, dual-polarized, directional beam 
antenna operating from 10 ς 85 MHz. A rotator for elevation and azimuth may be used to track the Sun, 
but a fixed antenna pointed south may be used in a drift-scan mode in which the Sun crosses the antenna 
beam each day as Earth rotates. The drift-scan mode works best with antennas that have relative wide 
horizontal and vertical beamwidths. At higher latitudes, the antenna could be made adjustable in 
ŜƭŜǾŀǘƛƻƴ ǘƻ ŎƻƳǇŜƴǎŀǘŜ ŦƻǊ ǘƘŜ {ǳƴΩǎ ŜƭŜǾŀǘƛƻƴ ŀǎ ǘƘŜ ǎŜŀǎƻƴǎ ŎƘŀƴƎŜΣ ōǳǘ ǘƘƛǎ Ƴŀȅ ƴƻǘ ōŜ ƴŜŎŜǎǎŀǊȅ ƛŦ 
ǘƘŜ ŀƴǘŜƴƴŀΩǎ ǾŜǊǘƛŎŀƭ ōŜŀƳǿƛŘǘƘ ƛǎ ƭŀǊƎŜ ŜƴƻǳƎƘ ǘƻ ŜƴŎƻƳǇŀǎǎ ǘƘŜ {ǳƴΩǎ ȅŜŀǊ-around elevation changes.  

Most solar radio emissions are unpolarized, but some are characterized by significant right or left circular 
polarization. A linear polarized antenna may be used for most observations but, if polarization is important 
to the observer, circular polarized antennas are needed. Circular polarizations may be derived from linear 
crossed-dipoles or crossed multielement antennas with suitable coupling components such as a 
quadrature coupler (see (18) [B3][ReevePol] and (19) [B4][ReeveQuad]). 

High gain antennas are not usually necessary at the lower frequencies because solar radio emissions can 
be quite intense, rising 30 ς 40 dB above the HF background noise during strong solar flares. However, 
solar radio emissions at VHF and higher are relatively weak except for an occasional strong flare. For 
observations in the UHF band, antenna arrays will improve observations success.  

Because of their wideband nature, log periodic dipole array (LPDA) antennas work quite well for receiving 
solar radio emissions in linear polarization (Figure B1 and B2). The gain of typical LPDA antennas is modest, 
on the order of 6 ς 8 dB when well clear of the ground and up to 5 ς 6 dB higher when within several 
wavelengths of the ground. Two identical LPDA antennas installed with cross polarization (for example, 

https://www.fcc.gov/engineering-technology/policy-and-rules-division/radio-spectrum-allocation/general/table-frequency
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one vertical and the other horizontal) and coupled with a quadrature coupler may be used to receive 
circular polarized emissions. 

 

 

 

Figure 14: [B1] Tower-mounted, horizontally polarized, rotatable LPDA antenna with 8 elements and design frequency range of 
18-32 MHz. (Photo by Whitham Reeve) 

Caption: Tower-mounted, horizontally polarized, rotatable LPDA antenna with 8 elements and design frequency 
range of 18-32 MHz. The length of the longest element is 8.5 m and the elevation of this antenna above ground is 
12.9 m. The antenna is used over a much wider frequency range for solar radio emissions, meteor trail reflections, 
aurora radio reflections and radio propagation experiments. Filename: Reeve_KMA1832_IMG_2373.jpg 

 

 

Figure 15: [B2] Gable-mounted, Sun-tracking, 21-element LPDA antenna with design frequency range of 50 to 1300 MHz used in 
the e-CALLISTO solar radio spectrometer network. (Photo by Whitham Reeve) 

Caption: Gable-mounted, Sun-tracking, 21-element LPDA antenna with design frequency range of 50 ς 1300 MHz 
used in the e-CALLISTO solar radio spectrometer network. The antenna is installed with a rotator at the middle of 
the mast and a low noise amplifier below it. In the lower background is another portable VHF LPDA used for radio 
propagation experiments. 
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The Long Wavelength Array (LWA) Antenna is an omnidirectional, tied-fork, active cross-dipole antenna 
with an operating frequency range of about 5 to above 100 MHz that also works quite well for receiving 
solar radio emissions (Figure B3). Because of FM broadcast transmitter interference, the antenna usually 
is not used above 85 MHz. The LWA Antenna has the advantage of being ground mounted, so no tower 
or elevated structure is needed. The LWA Antenna can be configured for circular polarizations by 
connecting the output from each dipole through a broadband quadrature coupler. The peak gain of the 
LWA Antenna is about 8 dB over moderate ground; the antenna pattern is mushroom-shaped with a 
vertical 3 dB beamwidth of approximately 100°. 

 

 

Figure 16: [B3] Long Wavelength Array (LWA) Antenna is a ground-mounted, crossed-dipole about 1.5 m high. (Photo by 
Whitham Reeve) 

Caption: Long Wavelength Array (LWA) Antenna is a ground-mounted, crossed-dipole about 1.5 m high. The 
horizontal support structure fastened to the middle of the mast is made from non-conductive fiberglass rods. An 
important part of the installation is the 3 x 3 m ground screen made from galvanized fence wire. This antenna is 
multipurpose and is used for solar radio observations in the e-CALLISTO solar radio spectrometer network and HF 
radio propagation experiments. 

Simple half-wavelength dipole antennas, folded dipoles, and many other configurations of wire antennas 
work well for observing relatively narrow bandwidths in the HF band. The dipole should be cut for a 
consistently quiet frequency above 15 MHz found by experimentation. A frequency between 20 and 25 
MHz, half-wavelength from 7.5 ς 6.0 m, is a good starting point at many locations. The axis of the dipole 
should be oriented east-west. 

If observations of weaker solar radio emissions are desired at VHF and above, where there are many more 
weak emissions than strong ones, a low noise amplifier is recommended at the antenna to improve the 
system noise performance. For example, the Front-End Electronics (FEE) used in the LWA Antenna has 
approximately 2.7 dB noise figure and 35 dB gain. The high gain allows the FEE to set the noise figure of 
the antenna-receiver system and ensures that the antenna does not limit system sensitivity. Because of 
ǘƘŜ C99Ωǎ ƘƛƎƘ ƎŀƛƴΣ ŀǘǘŜƴǳŀǘƻǊǎ ŀǊŜ ƎŜƴŜǊŀƭƭȅ ƴŜŜŘŜŘ ŀǘ ǘƘŜ ǊŜŎŜƛǾŜǊ wC ƛƴǇǳǘ ǘƻ ǇǊŜǾŜƴǘ ƻǾŜǊŘǊƛǾƛƴƎ ǘƘŜ 
receiver, something that needs to be considered for any amplified antenna system. Low noise amplifiers 
are almost always used with LPDA antennas that operate in the VHF band. 
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C. Aurora Radio Reflections - Whitham D. Reeve 

Aurora radio reflections are an interesting phenomenon that involves propagation of a signal from a 
transmitter to an active aurora region where the signal is reflected towards a receiver, a form of bistatic 
radar. The incident path is usually along a narrow northerly azimuth with the reflection path along a 
similarly narrow southerly azimuth. The aurora is caused by geomagnetic disturbances related to 
variations and disturbances in the solar wind. The active aurora region has enhanced electron density, 
which enables the reflection. Aurora radio reflections are described more fully in (20) [C1][ReeveAurora]. 
Generally, both the transmitter and receiver antennas are pointed northward but the stations may be 
offset easterly or westerly. Unlike visible aurora, aurora radio reflections may be observed during daytime. 

Aurora radio reflections have been observed over wide frequency ranges from HF to UHF. The ionosphere 
affects the propagation associated with aurora radio reflections, but the origin of the signals is terrestrial, 
so they do not experience the ionospheric blockage like solar radio or other celestial emissions. 
Reflections throughout the entire HF band are possible. Observers at latitudes above about 50° have a 
better chance of observing aurora radio reflections during modest geomagnetic disturbances but stronger 
storms move the aurora to lower latitudes, which allows the reflections to be detected by lower-latitude 
observers.  

The ideal antenna for aurora radio reflections is a linear polarized, narrowband, narrow beamwidth 
antenna, such as a single multielement Yagi antenna or Yagi array. Crossed-Yagi antennas setup for 
circular polarization also may be used. The same antennas used for solar radio observations discussed 
above have been used successfully for observations of aurora radio reflections in the HF band. Because of 
their relatively low gain, single dipole antennas and similar wire antennas may not work well for aurora 
radio observations.  

The aurora reflections take place at altitudes of approximately 100 ς 120 km, corresponding to the 
ƛƻƴƻǎǇƘŜǊŜΩǎ 9-region. Except in the HF band, line-of-site propagation is required between the transmitter 
and reflection region and between the reflection region and the receiver. Distances of 500 ς 1000 km or 
more from the receiver to the reflection point are typical. Because of the long distances involved, an 
antenna that works well at low elevation angles is best.  

Aurora radio reflections in the HF band generally are viewed as a nuisance by many radio amateurs using 
voice modes because of the distortion caused by the rapid and variable Doppler frequency shifting of the 
reflected signals. However, operators in the VHF and low UHF bands can try using aurora reflections for 
contacts with operators they would otherwise be unable to reach. If observations of the phenomenon, 
and not communications, are the only goal, omnidirectional radio beacon transmitters can be monitored 
for reflections with a directional receive antenna pointed northward. However, the beacon transmitter 
and receiver stations should be approximately along a north-south line for best results. Spectrum 
observations are best made with very narrow post-detection (audio) bandwidths on the order of below 
50 to around 200 Hz. Software used for observing meteor trail reflections also works for aurora radio 
reflections. 
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D. Sudden Ionospheric Disturbances - Jonathan Pettingale 

 

The Sun affects the Earth through energy, whenever the Sun erupts with a flare, it is usually in the form 

of X-ray or Extreme Ultraviolet (EUV) energy. These X-ray and EUV waves travel at the speed of light, 

taking only 8 minutes to reach the Earth, where they dramatically affect the ionosphere. The effects of 

the solar flares are measured by tracking changes in the signal strength of Very Low Frequency (VLF) radio 

transmissions as they bounce off the ionosphere. The VLF radio waves come from transmitters set up by 

various nations to communicate with their submarines and are of constant power. The received signal 

strength of these VLF waves changes as the flares affect the ionosphere - by adding extra ionization - thus 

changing where the VLF waves bounce in the ionosphere. Continuously tracking the received signal 

strength of the sources allows changes to be detected and hence the effects of the solar flares to be 

detected. These events are called Sudden Ionospheric Disturbances (SIDs). 

The ionosphere 

The ionosphere has several layers created at different altitudes and made up of different densities of 

ionization. Each layer has its properties, and the existence and number of layers change daily under the 

influence of the Sun. During the day, the ionosphere is heavily ionized by the Sun, creating the D, E, and F 

layers. During the night hours, there is no ionization caused by the Sun since it has set. However, there is 

some small ionization caused by cosmic rays, which creates only the higher, F layer. Thus, there is a daily 

cycle associated with the ionizations. 

In addition to the daily fluctuations, activity on the Sun can cause dramatic sudden changes to the 

ionosphere. When energy from a solar flare reaches the Earth, the ionosphere becomes suddenly more 

ionized, thus changing the density and location of layers. With the increased ionization, the VLF signals 

now bounce from the lower, D layer. 

The strength of the received radio signal changes according to how much ionization has occurred, at what 

ƭŜǾŜƭ ƻŦ ǘƘŜ ƛƻƴƻǎǇƘŜǊŜ ǘƘŜ ±[C ǿŀǾŜ άōƻǳƴŎŜǎέ ŦǊƻƳΣ ŀƴŘ Ƙƻǿ ƳǳŎƘ ŀŘŘƛǘƛƻƴŀƭ ƛƻƴƛȊŀǘƛƻƴ ǘƘŜ ǿŀǾŜ Ƴǳǎǘ 

penetrate on its way to or from a bounce. 

 

Data Capture 

A typical example of the effect of an SID on the received signal strength of a transmitter is shown in Figure 

D1.  
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Figure 17: [D1] Solar Flare Examples (21)[D1]. 

Antennas For SIDs 

Several nations use VLF waves to communicate with their submarines because these wavelengths can 
penetrate water. There are transmitters scattered around the world; the VLF signals bounce off our 
ionosphere from many kilometers away and can be picked up almost anywhere. The transmitter stations 
are usually very large and cover many kilometers since the wavelength of the frequency being 
transmitted, typically 10 ς 50 kHz, is about 6 ς 30 kilometers itself. 
 
A suitable antenna for observing SIDs is a wire-loop antenna. There is no standard size or shape of 
antenna; to receive the frequencies we are interested in, 10 ς 50 kHz, the antenna does not need to be 
built to precise dimensional specifications, nor does its wire have to be wound to exact tolerances. A loop 
antenna can be built using parts and supplies that you can easily acquire. Either build a small (about 1-
meter wide) antenna with lots of loops of wire, or a large antenna (2 or more meters wide) with fewer 
loops of wire. 
 
Fundamentally, a loop antenna is an LC (inductor, capacitor) circuit that resonates at a specific frequency. 
An inductor concentrates and stores magnetic energy, while a capacitor concentrates charge and stores 
electric energy. The inductance is formed by the wire loop, and the capacitance is formed by the wiring 
metal surface, running in parallel along the loop. Wire resistance is small, though always present in a wire, 
and increases as the length of the wire increases. As the radiated electromagnetic field from a VLF station 
passes by the loop, a very small (~0.1 millivolts) electrical voltage is induced in the wire.  
 
The chances of picking up this tiny signal can be improved by increasing the number of turns or enlarging 
the size of the antenna. As the number of turns increases, the distributed capacitance also increases, 
which lowers the resonant frequency. The resistance of the wire also increases with the number of turns, 
causing the amplitude of the signal to drop. A tuning circuit can also be added to tune the loop to the 
frequency interested in.  
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A suitable receiver for the loop antenna is a computer sound card. A preamplifier is required due to the 

low voltage from the antenna. A commercially available preamplifier with software for data analysis is 

available from the Society of Amateur Radio Astronomers (SARA) under their SuperSID program. 

Typical loop antennas for receiving SIDs are shown in Figure D2. 

 

Figure 18: [D2] Loop Antenna. 

The guide to putting together a SuperSID antenna can be found at: (22)[D2]  solar-

center.stanford.edu/SID/docs/SID_Antenna.pdf  
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E. SuperSIDS - First M-Flare Observation from a New Super-SID - Richard Marsden 
 

Earlier this summer, I installed a new Super-SID device in Wichita Falls, Texas. Attached is my first SID 

observation from 8th July 2022 (Figure E1). This was confirmed as an M-Class Flare by the GOES X-Ray Flux 

Satellites (23)[E1](https://www.swpc.noaa.gov/products/goes-x-ray-flux ). 

 

 

Figure 19 [E1] M Class flare. (credit: Richard Marsden) 

The flare is clearest on red (NAA; Cutler ME transmitter), but also appears on blue (NLK; Jim Creek WA). 

Interestingly it does not appear on green (NML; La Maure ND), which is almost due north from the 

receiver. NAA also shows a good day/night transition signal. 

I am still working to mitigate noise and understand the various other peaks I see. I have replaced noisy 

fluorescent shop lights and a dimmer switch in the house. I am in the process of constructing an ARRL RFI 

Sniffer (24)[E2](2022 ARRL Handbook, v6 27.51). 

The SID receiver is constructed using PVC pipe to produce an approximately square loop that is 1.3m on 

each side (Figure E2). For data acquisition, I am using a resurrected (>10yr old) PC with Windows 10, and 

the SuperSID software. The above recording was made with the antenna in my workshop approximately 

1 m from the PC. After detecting interference from the LCD monitor, I have since moved it outside: 

https://www.swpc.noaa.gov/products/goes-x-ray-flux
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Figure 20[E2] SuperSID Antenna. (Photo by Richard Marsden) 

It has only been at this new location for about a week, so I am still undecided if itΩs any better, and the 

extra run of RG58 cable gives me concern. It is currently anchored with trampoline anchors and stones, 

and I will probably raise it up above the ground by about 1ft. The wall a/c unit does not appear to produce 

any interference.  
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F. (12 GHz) Itty Bitty Telescope:  Improving IBT and IF Processor Performance - Bruce Randall 

(NT4RT) 
 

 
Figure 21 ώCмϐ L.¢ tǊƻŎŜǎǎƻǊ ά{ŀǘŜƭƭƛǘŜ CƛƴŘŜǊ.έ όtƘƻǘƻ ōȅ b¢пw¢ϒ 

The Itty-Bitty Telescope (IBT) is a demonstration radio telescope built from Ku band satellite receiver 

parts.  This paper addresses improved performance over the original Arduino based IBT Processor (Figure 

F1) from the 2019 paper. (25)[F1] 

Significant improvement comes from using an external 16-bit ADC instead of the Arduino internal 

10-bit ADC. 

5ƛǎƘ άƎǊƻǳƴŘ ƴƻƛǎŜΣέ ǇƻƛƴǘƛƴƎΣ ŀƴŘ ŎŀƭƛōǊŀǘƛƻƴ ŀǊŜ ŀƭǎƻ ŀŘŘǊŜǎǎŜŘΦ 

Like the 2019 version, it is based on The Analog Devices AD8318 logarithmic detector chip 

(26)[F2] along with an Arduino Uno R3 microcomputer board (27)[F3]. The AD8318 is designed 

for cell site power control. It has good temperature stability. It is available mounted on a small 

circuit board from several suppliers on EBay for $15 ς $35 USD. Because of the small SMT package 

of this chip, acquiring the chip on a circuit board is a good idea. 

The IBT ProcessorΨǎ ƴŜǿ !5/ ƛǎ ŀŘŘǊŜǎǎŜŘ ŦƛǊǎǘ ōŜŎŀǳǎŜ ǘƘŀǘ ƛǎ ǘƘŜ Ƴƻǎǘ ǎƛƎƴƛŦƛŎŀƴǘ ƛƳǇǊƻǾŜƳŜƴǘ ƻǾŜǊ ǘƘŜ 

original version. The new ADC is shown in Figure F2:  

 

Figure 22: [F2] AD8318 EBay PWB. 

 

 



40 
 

Analog-to-Digital Converter (ADC) on Arduino:  

¶ The 10-bit ADC on Arduino is a snapshot in time. It could also use better resolution and linearity. 

¶ This ADC has fair differential non-linearity (DNL).  

¶ A dither signal above the frequencies of interest will help smooth out both of the above 

problems. 

¶ Leaving a slight triangle wave left from the PWM filter supplied the needed dither. 

¶ Any noise on the analog power supply adds directly to the signal. Moving to the cleaner 3.3 V 

helped, but also added a lot of critical analog hardware. 

TI ADS1015 12-bit ADC: 

¶ The ADC is integrating ADC type with very good DNL. 

¶ Integration process in the ADC averages over a time interval. aǳŎƘ ōŜǘǘŜǊ ǘƘŀƴ άsnapshotέ ŦƻǊ 

radio astronomy signals (statistically random and noise-like). 

¶ Because of the above, dither has little value. 

¶ The DC preamp on the ADC eliminates the need for one of the op amps. 

¶ It still needs DC offsetting voltage to set the range.  

¶ This is some help towards fixing the power supply noise sensitivity. 

TI ADS1115 16-bit ADC: (Used in present version) (28)[F4] (29) [F5] 

¶ The high resolution allows the offsetting function to be done in software. 

¶ The ADC is connected directly to the AD8318 detector. The ADC is in differential mode, so it 

measures from output to ground at the AD8318 chip. This gets rid of ground noise problems. 

¶ Power supply sensitivity is reduced, and critical analog hardware can be eliminated.    

¶ It is an Integrating ADC, so output is an average over a time interval. 

¶ Setting conversion time for 4 mS and starting conversion every 5 mS works very well. 

  Observe the AD8318 logarithmic response curve in Figure F2. 

Å Each ADC count is a constant % change in power level. 

The math of the AD8318 as used in the original version: 

     

Å 5ŜŦƛƴŜ !ŘŘŜŘ hŦŦǎŜǘ ±ƻƭǘŀƎŜ ŀǎ ά[ƻƎ ό Ǝ ύέ 

Å ADC Input  = Log ( T ) + Log ( g ) 

Å ADC Input  = Log ( T * g ) 

Å  In software:      Antilog ( Log ( T * g ))  =  T * g 
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The new math of the AD8318 for this version: 

     

Å 5ŜŦƛƴŜ !ŘŘŜŘ hŦŦǎŜǘ ±ŀƭǳŜ ŀǎ ά[ƻƎ ό Ǝ ύέ 

Å ADC Input = Log( T )  

Å  Lƴ ǎƻŦǘǿŀǊŜ ʅ Ґ [ƻƎ ό ¢ ϝ Ǝ ύ 

Å  In software:       Antilog ( Log ( T * g ))  = T * g 

So, the offset effectively sets the receiver gain or scale factor. Differences in the gain of the LNB can be 

adjusted with no other effects. This allows setting the full-scale temperature as needed. 

The Exponential Look-Up Table (LUT) in software is still used to get temperature.  

Here we have moved the ADC in front of the summing function. The offset is a number in a software 

register instead of an analog DC voltage. Note that in the original the offset was a number in a software 

register used to drive a PWM, which generated an analog voltage. 

The IBT antenna plus receiver plus source temperature typically varies from a 25 K ς 400 K range, 

or about 12 dB between cold sky and objects above ambient temperature. Note that more typical 

LNBs have closer to 100 K and not 25 K noise temperature, so 12 dB is plenty of range. The gain 

of the particular LNB and cable losses set the detector output level for a given antenna 

temperature. An adjustable offset is added to the detector output to select which portion of the 

detector range is used. 

An audio tone output is essential for demonstration and setup, so a speaker driver and a speaker 

are included. A variable pitch audio tone is far superior to a variable amplitude tone due to the 

human ear being very sensitive to small pitch changes.   



42 
 

  

Figure 22:[F3] Software Data Flow. S/S is Samples per Second. N:M is bits of data size scale. 

{ƻŦǘǿŀǊŜ ά{ƪŜǘŎƘέ 

Figure F3 shows the software data flow for the ADS1115 IBT Processor. All math used here is integer math. 

The floating-point libraries take a lot of memory and are too slow; using long integers in some calculations 

gave the needed accuracy with less overhead.  

Several sample rates were used in the system, as sampling the ADC faster than the output sample rate 

allows for the ̱  filtering (integration time of radiometer equation) to be done in software. Also, over-

sampling gives extra bits of resolution because the input signal contains random noise.  

The data size from the ADC is actually 15-bits, or 32767 full scale. Using all 16-bits would mean needing 

analog circuits for offsetting between a positive detector output voltage and a +/- 2 V ADC input range. 

The memories in the two filters are long data type (32-bits) to assure that any round off errors are 

insignificant. 

The Antilog or Exponential function was done with a LUT. A table of 1,024 entries of 16-bits with table 

interpolation gives good, fast accuracy.  An Excelϰ sheet can generate the table. 

 ¢ƘŜ άǘƻƴŜέ ŦǳƴŎǘƛƻƴ ƛƴ ǘƘŜ !ǊŘǳƛƴƻ ƭƛōǊŀǊȅ ǳǎŜǎ ŀƴ 8-bit timer. This gives irritating jumps in pitch as the 

input signal is changing. The 16-bit Arduino TIMER1 is used to generate the tone output with direct port 

access of the timer by the software. This produces much better results from a user point of view. TIMER1 

is taken away from the servo library, so those functions are no longer available. 

The meter PWM output is 8-bits, so the data was scaled properly for that. The 8-bits of resolution is 

adequate for use with an analog meter.  
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The Arduino interface to SkyPipe User Data Source (UDS) was taken from the Radio Sky Website (30)[F6] 

(31)[F7] and modified to fit with my code. Radio Sky provided a good starting point. 

The EEPROM on the Arduino is used to store setup data. If the push button for toggling the tone output 

on/off is held for two seconds, the offset value, the ̱  filter setting, and the audio on/off status are stored 

in the EEPROM. At power up these EEPROM stored values are retrieved.  

The Arduino code link is: (32)[F8] github.com/NT4RT/IBT_Processor3. This link also provides access to the 

spreadsheet to calculate the log-to-power LUT for the Arduino code. The existing LUT is included so the 

use of the spreadsheet is only necessary if changes are needed. 

 

Hardware Improvements 

The initial version of the IBT Processor had several limits to its stability and accuracy. The problems appear 

when the Arduino is plugged into a computer USB port. The USB port is a very effective way of connecting 

to Radio SkyPipe for data acquisition; Radio Sky even supplied the initial Arduino driver that I started with. 

The Arduino board uses the computer USB 5 V when it is connected. That 5 V is very noisy, and the Arduino 

uses it for the ADC and PWM reference voltages. The 16-bit ADS1115 ADC [5] and the elimination of analog 

circuits isolate measurements from the 5 V supply noise problems.   

 

ADS1115 A/D Converter Connections 

Å VDD to +5 V 

Å GND to Arduino Ground 

Å SCL to Arduino A5 (I2C driver reassigns this pin to SCL function) 

Å SDA to Arduino A4 (I2C driver reassigns this pin to SDA function) 

Å AN0 to ground at the AD8318 board 

Å AN1 to AD8318 board output 

Å Other pins are not connected 

 

Detector Box Changes (Figure F4 and F5) 

Cell phone and other microwave signals can add to the detector output. An aluminum box with 

feedthrough capacitors on the power and output line was needed for good rejection of these signals. A 

1.8 GHz low pass filter was added to the signal input so that 5 GHz local oscillator leakage from a C-band 

LNB does not contaminate the signal. For a normal 12 GHz Ku band IBT this filter is not needed.   

There was a low-level oscillation in the AD8318 circuit only when the box lid was installed. The pieces of 

gray refrigerator magnet that were glued to the box floor cured this. 

The black wire in the picture is the A/D converter ground. Notice that it only connects to ground at the 

AD8318 circuit board. 

 The AD8318 boards with a shield over the chip will probably be okay without a shielded box.   

https://github.com/NT4RT/IBT_Processor3
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Figure 23:[F4] Detector Box. (Photo by NT4RT} 

 

Figure 24:[F5] Bias Tee Filter. (Photo by NT4RT} 

A low-level noise was observed on the detector output due to power supply noise on the bias tee that 

feeds the LNB. The added filter eliminated this noise. This is probably not needed for most applications.   

 

Dish Aiming Improvements (Figures F6 ς F9) 

 

Figure 25:[F6] Original sights (Photo by NT4RT} 

Accurate aiming on the sun and moon is of interest because solar flux and moon temperature 

measurements are within the capability of the improved IBT. The sights on my original IBT [F6] used the 

LNB mounting bolt and a stick of fiberglass measured to the right height on the other end of the feed arm 

as the rear sight. After the stick was broken off in transport a couple of times, it was held in place with a 
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magnet, which held it to the back of the dish during transport. For aiming at the sun, the shadow of the 

bolt is observed on the center of the edge of the rear sight. 

Aiming at the moon at night proved more difficult.   

! άwŜŘ 5ƻǘέ ǊŜŦƭŜȄ ǎƛƎƘǘ finder [F7] from an optical telescope was tried. It is bright enough for night sky 

use except when sighting on the moon due to the light of the moon washing it out and making the red 

dot hard to find. 

A 6 × 26 correct image finder from an optical telescope was then tried. It was usable but could use more 

eye relief.  

 

Figure 26:[F7] Telescope Sight. (Photo by NT4RT} 

A 4 × 32 rifle scope was tried next [F8]. It has good eye relief, but takes a little practice to find the exit pupil 

of the scope at night. This appears to be the best way to accurately aim at the moon. 

 

Figure 27:[F8] Rifle Scope Sight. (Photo by NT4RT} 

Any sort of telescope as a sight is very dangerous for aiming at the sun. A small screen [F9] was made from 

automotive dealer plate plastic. This replaced the rear sight for sun measurements. A Sharpieϰ 

permanent marker was also used to mark around the front sight shadow. 

 

Figure 28:[F9] Shadow Sight for sun. (Photo by NT4RT} 
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Dish Shielding      

The temperature of cold sky changes with dish position due to ground noise from dish side and back lobes.  

Objects, people, and pets off the side of the antenna also affect measurements due to movement adding 

confusion. Figure F10 shows an earlier attempt to learn the effects of a dish shield. This lowered cold sky 

readings by about 7 K. The temperature changes have some uncertainty but are definitely significant. 

 

Figure 29 [F10] Early Attempt at Dish Shielding. (Photo by NT4RT} 

The dish shielding by Alex Pettit  (KK4VB) in Figure F11 showed significant improvements in spectral data 

performance. An actual temperature improvement was not documented. 

 

Figure 30: [F11]: Alex PetǘƛǘΩǎ 5ƛǎƘ {ƘƛŜƭŘƛƴƎ. (KK4VB) 

Figure F12, which shows a photograph of a dish shield, is an example of the interesting work done by 

Sanders Weinreb, et al. on the DSA-2000 project (33)[F9]. Sky temperature overhead is 17 K from 0.7 ς 

2.0 GHz. This implies that the dish shield is very effective. Hopefully the dish design will be published. 
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Figure 31: [F12]: DSA-2000 Dish Shielding. (33)  

Figures F13 ς F16 show how a dish shield was added to my 0.5-meter IBT. Figure F13 shows the metal ring 

that was ǎǳǇǇƻǊǘŜŘ ǿƛǘƘ άм × нέ όмф Ȅ оу ƳƳύ ƭǳƳōŜǊΦ ¢Ƙƛǎ ǎǳǇǇƻǊǘ ŦǊŀƳŜ ƛǎ ǎƭƛƎƘǘƭȅ ŦƭŀǘǘŜǊ ǘƘŀƴ ǘƘŜ ŘƛǎƘ 

parabola, so the focus is moved out past the LNB. This defocuses the reflections off of the aluminum foil, 

so LNB heating is not too bad during solar observing.  

Iǘ ŎŀƴΩǘ ōŜ ǊŜƳƻǾŜŘ ǿƛǘƘ ŀƭŎƻƘƻƭ if you miss on the exact position.    

 

Figure 32: [F13] Metal Ring Support. (Photo by NT4RT} 

Figure F14 shows the shield segment made from corrugated cardboard and aluminum foil. The 

corrugations run towards the center of the dish to allow the cardboard to bend as needed.  

 

Figure 33: [F14] Shield Segment. (Photo by NT4RT} 

The tab of thin cardboard on the left edge was pulled down and clamped to the dish edge with a binder 

clip [F15].    
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Figure 34: [F15] Cardboard Tab Binder Clip Support. (Photo by NT4RT} 

Figure F16 shows the installed shield, and Table 2 shows the effect of adding the shield. 

 

Figure 35: [F16] Fully Installed Shield. (Photo by NT4RT} 

Table 2:[F4] Shield Elevation vs Improvements. 

Dish 
Elevation 

Shield 
Improvement 

Just above tree line, about 40° 9.2K 

60° 15.9K 

90° 16.7K 
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A Calibration Scheme  

Putting a microwave absorber on or near the surface of the dish will increase the receiver temperature by 

some amount. By carefully controlling the size and placement of the absorber, a known calibration 

temperature can be established. 

╣╬╪■
═▄╪╫▼╫
═▄▀░▼▐

╣╪□╫ 

 

T is a temperature in Kelvin.   

Ae is an effective area. For both the dish and the absorber, it is smaller than the physical area. 

Several materials were tried as absorbers, including refrigerator magnets, assorted magnets, assorted 

ferrite materials, wood, and Presto® PowerCup® microwave heater disks for a popcorn popper. The 

microwave heating disks (Figure 17) seemed the most effective, adding up to between 30 K ς 70 K to the 

receiver temperature. Wood also seemed useful, but moisture content changes in the wood could affect 

the calibration. 

 

Figure 36 [F17] Microwave Heating Dish Absorber. (Photo by NT4RT} 

A length of 1 × 7.5-cm crating wood strip was laid across the face of the dish (Figure 18) and resulted in a 

65 K increase in temperature level. A narrower strip of wood could make a smaller temperature rise. 

 

Figure 37: [F18] Wood Strip Absorber. (Photo by NT4RT} 
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Because the absorber is not perfect, the spacing from the dish surface affects its effective area. The graph 

below (Figure 19) shows the effect of a microwave heating disk at different spacing. The experimental 

points were not close enough together to get a smooth curve. The marker is a spreadsheet generated 

pattern with ˂ /2 repetition rate. The data line shows a similar cyclic pattern typical of reflections. 

 

Figure 38: [F19] Temperature due to PowerCup Chart. 

A reasonable calibration temperature is 0.3 ς 3 times the source temperature. The calibration must be 

above system noise and well below receiver saturation. 

The desired calibration temperature for the moon is somewhat above the temperature rise caused by the 

moon, which is about:  

 Ὕά ςππὑ πȢυ σȢυ compensating for beam width and moon size in degrees, 

Ὕά τὑ so, a reasonable calibration temperature is 10 K. 
For the sun, the calibration temperature can be below its temperature: 

Ὕί ρπȟπππὑ πȢυ σȢυ compensating for beam width and sun size in degrees, 

Ὕί ςππὑ so, a reasonable calibration temperature is 50 K ς 70 K. 

The calibration procedure is as follows: 

1. Aim the antenna at cold sky.   Record cold sky reading. 

2. Add the calibration absorber.   Record calibration reading. 

3. Remove the absorber.   Record cold sky reading. 

4. Aim at the source of interest. Record source reading. 

5. Aim the antenna at cold sky.   Record cold sky reading. 

Subtract the cold sky reading from the calibration and source readings. The ratio of the adjusted source 

to the adjusted calibration is the ratio of temperatures: 
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All of this assumes the readings are a linear function of power or temperature. Any difference in the cold 

sky readings indicates receiver drift, or something changing the background. 

Experiments that are now in progress show that positioning of the absorber material is more critical than 

first thought. The calibration will not be accurate unless the absorber position is very consistent. Work is 

now in progress and will be presented at the conference. Anechoic chambers for EMI testing use various 

cone shaped absorbers to eliminate position sensitivity. 

Converting these readings to flux in Janskys or solar flux unit is another problem because we must know 

the exact antenna effective area, as well as the exact temperature rise from the source. 

Conclusion 

The IBT and IBT Processor have a lot of potential to improve demonstrations. This paper addresses 

improved measurements with the IBT. The hardware improvements are worthwhile if actual 

measurements are desired. For more casual demonstrations, these improvements are not really needed. 

Appendixes A, B, and C give more details on construction and operation of the IBT Processor. 

Appendix A: IBT Processor Control Functions 

Audio Volume ς Sets volume level of tone in speaker. 

Audio Select ς Selects between άOff,έ άTone,έ and άDetector Audio.έ  A long push will store the setup in 

the Arduino EEPROM. Setup is restored from EEPROM at power up. 

Set Offset / Push Filter Select ς Rotating the knob will change the offset, which selects the segment of 

the total log detector curve that is used. Because of the log processing, this is effectively a gain control. 

Set Offset / Push Filter Select ς Rotating the knob while it is pushed in will set the ̱ filter value between 

the following 9 selections. The selection shows on the meter as 1 ς 9 out of a full scale of 10: 

1. 0.1 Seconds (best setting for most IBT demonstrations) 

2. 0.2 Seconds 

3. 0.4 Seconds (maximum useful value for IBT demonstrations) 

4. 0.8 Seconds (settings above 0.4 seconds are useful for 1.4 GHz sun noise measurements) 

5. 1.6 Seconds 

6. 3.2 Seconds  

7. 6.4 Seconds (settings above 6.4 seconds are not likely to be useful) 

8. 12.8 Seconds 

9. 25.6 Seconds  

Gain Auto-Set ς Pushing and holding this button moves the offset value to get half scale on Log scale. This 

speeds up the initial setup considerably. An unintended push of this button will trash measurements, so 

there is a raised sleeve around it to avoid hitting it by accident. 
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View Offset ς This switch does not connect to the software. It diverts the offset PWM to the meter. In 

version 3 this PWM is used only to view the offset value. 

PWR Resp / LOG Resp ς In this position, the meter and the output to SkyPipe have a 12 dB range over the 

full meter range. 

PWR Resp / LOG Resp ς In this position, the meter and the output to SkyPipe have a linear response to 

power or temperature. 

Note that there is a jumper on the front panel between the άBias Teeέ and the άDetectorέ input. This is 

used for lab evaluation of the Detector. 

Appendix B: Arduino Port Pin Assignments  

// Define  MCU pins *********  

//                          0     // Serial for IDE and RSP comm. 

//                          1     // Serial for IDE and RSP comm. 

//                          2     // DIO, can be IRQ input **NOT USED** 

#define EncoderPinA       3     // Input with pullup      Also Port D mask 0x08  

#define EncoderPinB       4     // Input with pullup      Also Port D mask 0x10 

#define Meter_pin         5     // PWM output for analog meter.     

#define Offset_pin         6     // PWM for offset voltage.  Used as test point only. Real offset in firmware 

now. 

#define DetSel             7     // Output. High Selects Audio path for detector.  Changed Jun 10, 2019  

#define EncoderPush       8     // Input from push switch on encoder   

#define ToneOutAF         9     // Tone Warning: This prevents pins 9 and 10 PWM 

#define AudioSelPush      10    // Input from push button switch  

#define LUT_pin            11    // Input.  High for LUT meter output, low for linear. 

#define O_Sync_pin       12     // Output Pin wiggles to sync scope for timing studies. 

#define LED_Pin            13    // LED on this  pin on UNO PWB.     Used as scope test point. 

//                         14    // Was used as Analog 0 to internal Arduino 10 bit ADC.  Now uses 

ADS1115. 

//                          15    // GPIO or A1           **NOT USED** 

//                          16    // GPIO or A2           **NOT USED** 

#define AutoNulPin_L    17    // Now Dig Input. Hold low to seek half scale on adcFiltOut15. Tunes offset 

PWM to null.  
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//                        18    // Used as I2C was A4 

//                        19    // Used as I2C was A5 

Appendix C: Schematic and Arduino connections (Figure Figure F20) 
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Figure 39: [F20] Arduino Circuit. 
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G. Meteor Detection - Chip Sufitchi (N2YO) 
 

When a meteor enters the Earth's upper atmosphere it excites the air molecules, producing a streak of 

light and leaving a trail of ionization (an elongated paraboloid) behind it that spans tens of kilometers 

long. Occasionally, this ionized trail may persist for less than one second up to several minutes. Occurring 

at heights of about 85 ς 105 km (50 ς 65 miles), this trail is capable of reflecting radio waves from 

transmitters located on the ground, similar to light reflecting from a mirrored surface. Meteor radio wave 

reflections (Figure G1) are also called meteor echoes, or pings. 

 

 

Figure 40: [G1] Meteor Reflection Geometry. (N2YO) 

 

To listen to meteor echoes, you need a powerful transmitter in VHF band (ideally a tower broadcasting 

analog TV on channels 2 ς 5) located the right distance away from you, a TV antenna, and a VHF receiver. 

 

The meteor detector at LIVEMETEORS.com is located in the DC Metropolitan area and is currently pointing 

the Yagi antenna at a TV tower in Canada broadcasting on channel 2 analog TV, around 55.24 MHz, or 

based on availability and propagation on channel 3 analog TV, around 61.260 MHz. The TV tower is likely 

located in Timmins, ON. The receiver is RTL/SDR, and software is SDR#. 

 

The software used as strip chart recorder is Radio-SkyPipe II. It takes the demodulated audio and plots 

the amplitude on a moving chart. SkyPipe takes a sample every 10 ms, so there are 100 samples each 

second, which is enough for data analysis. Users can install a free copy of (34)[G1]] Radio-SkyPipe II and 

switch the application in "Client Mode,έ then connect to 69.30.241.74 on port 6300. Instructions on how 

to configure SkyPipe in client mode can be found here: 

 (35)[G2]  radiosky.com/skypipehelp/V2/clientmode.html.  

(36)[G3] livemeteors.com/ 

Figure G2 shows the display shows the SDR# output with a meteor detection. 

 

http://www.radiosky.com/skypipeishere.html
http://www.radiosky.com/skypipehelp/V2/clientmode.html
https://www.livemeteors.com/
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Figure 41: [G2] Meteor Station Output. (photo by N2YO) 

The system consists of a 5-elements-low VHF Yagi antenna pointing to Ontario Canada, a preamplifier, 
and a 75-ohm cable to an RTL/SDR receiver. The software used for reception is SDR #. The system also 
uses Radio-SkyPipe as a strip chart program to highlight meteor detections. The program runs in server 
mode so that other Radio-SkyPipe users can connect remotely to my computer and receive information 
in real time. 
Live streaming can be watched at (36) [G3] livemeteors.com and also on YouTube Live. 

  
The strength of the signal may vary according to the distance from the transmitter and the power of the 
transmitter. In the case of N2YO, near the DC Metro area, they are receiving a TV station broadcasting 
from Ontario, Canada, but other locations may require a different solution. For low VHF channels (2 ς 6) 
the antenna should provide a good match between 54 ς 88 MHz, so if center frequency is around 70 MHz, 
any Yagi would work. In fact, I replaced my Yagi with a simple dipole with 2 adjustable telescopic arms 
and got good results from my place, even without a preamplifier. The dipole is bн¸hΩǎ portable solution 
to provide demonstrations during astronomy stargazing sessions (Figures G3 and G4). 
 

      
Figure 42: [G3] Aluminum Pole and Rotator. (Photo by N2YO) 

 
 

https://www.livemeteors.com/
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Figure 43:[G4] Installed Antenna on 15 ft mast (height is not critical). (Photo by N2YO) 

 
Any preamplifier will work provided the noise figure is 1 dB or less. N2YO is using about 50-ft of RG6 75-
ohm cable. 
 
The SDR software should be set for CW detection, with a 3 kHz bandwidth filter or narrower. The highest 
sensitivity setting is required to detect first meteor echoes, then can be adjusted for optimal SNR. When 
chasing analog TV (available in Canada only, and possibly in some Central America or Caribbean countries), 
keep in mind that the frequency to look for is the video carrier. For instance, channel analog TV 3 has a 
video carrier on the frequency of 61.250 MHz. In reality, TV towers may also use +/- 10 kHz frequencies 
for the video carrier, so careful monitoring should go on 61.240, 61.250, and 61.260 MHz for this channel. 
 

 

Figure 44: [G5] RTL-SDR Dongle is attached to Computer and Antenna Cable. (Photo by N2YO) 

 

Recommended Reading and References: 

(34)34. Sky, Jim. [G1] [AA] Radio Skypipe II. https://www.radiosky.com/skypipeishere.html. 

(35)35. (G2) SkyPipe Client Mode Instructions. 

http://www.radiosky.com/skypipehelp/V2/clientmode.html. 

(36)36. Sufitchi, Chip. (G3) Online Meteor Detection System: Chip Sufitchi N2YO, Chantilly, VA:. 

www.livemeteors.com. 
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(37)37. τ. [G4] Detecting meteor radio echoes using the RTL/SDR USB dongle (presented at the Society 

of Amateur Radio Astronomers Conference - 2015). s.l. : Society of Amateur Radio Astronomers 

Proceedings of the 2015 Eastern Conference, 2015, www.radio-astronommy.org. 

(38)38. (G5) Annual Meteor Showers. https://www.livemeteors.com/meteor-showers. 

(39)39. (G6) Society for Amateur Radio Astronomers. www.radio-astronomy.org. 

(40)40. (G7) International Meteor Organization:. https://www.imo.net/. 

(41)41. (G8) American Meteor Association:. https://www.amsmeteors.org/. 

(42)42. (G9) Roswell Meteor.com:. http://www.roswellmeteor.com/. 

(43)43. (G10) Meteor Burst Communications. 

https://en.wikipedia.org/wiki/Meteor_burst_communications. 

(44)44. (G11) Meteor Scatter Database:. http://base-meteor.free-sky.fr/. 

(45)45. (G12) Live Meteor Detection North America:. https://www.livemeteors.com. 
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H. Radio Jupiter ς antenna theory and antenna ς C. Higgins and D. Typinski  
 

Jupiter Decameter (DAM) Radio Emission 

Because of a strong magnetic field, energetic radiation belts, and a rich environment of plasma, Jupiter 
emits a broad spectrum of radio emissions from below 1 kHz to above 300 GHz. A Jupiter radio emission 
below 40 MHz was first identified by (46)(H1) Burke and Franklin [1955]. The range, called Jovian 
decameter (DAM) emission, occurs from 3 MHz ς 39.5 MHz, having a peak spectral power at about 10 
MHz. The lower limit on observations from ground-based observatories is generally above 15 MHz due to 
ŀǘǘŜƴǳŀǘƛƻƴ ōȅ ǘƘŜ 9ŀǊǘƘΩǎ ƛƻƴƻǎǇƘŜǊŜΦ Much of the Jovian DAM emission is influenced by the satellite Io 
(47)(H2)[Bigg, 1964] and some Jovian DAM has been correlated with solar wind parameters (48)(H3) [Hess 
et al., 2012]. For a review, see (49)(H4)Carr et al. [1983]. Jovian DAM is among the strongest radio 
emission in the solar system. It is generated by the cyclotron maser instability (CMI) mechanism, beamed 
in a wide hollow cone with thickness of a few degrees, and exhibits elliptical polarization that can be 
almost purely circular at times (50)(H5) [Clarke et al., 2004]. 
 
Jovian DAM is most often emitted from points along the plasma flux tube within the Jovian magnetic field 
that connects Jupiter and its satellite Io. Emission from these regions is said to be Io-controlled because 
the relative position of Io with respect to Jupiter and Earth has a very strong influence on the probability 
of observing this emission from Earth. The Io-controlled Jovian emission regions are designated Io-A and 
Io-B for the primarily right-hand circular polarization (RCP) emission sources in the northern hemisphere, 
and Io-C and Io-D for left-hand circular polarization (LCP) sources in the southern hemisphere. These Io-
related emission regions are defined by their occurrence probability in the central meridian longitude 
(CML III), and Io-phase (‰Io) plane (49)(H4)[Carr et al., 1983]. Jovian DAM is also emitted, albeit somewhat 
weaker as received at Earth, from other plasma ŦƭǳȄ ǘǳōŜǎ ǘƘŀǘ Řƻ ƴƻǘ ƛƴǘŜǊǎŜŎǘ LƻΩǎ ƻǊōƛǘ; this is called 
non-Io-controlled emission. 
 
Common spectral features in Jovian radio emissions include frequency envelopes, spectral arc structures, 
L-bursts, S-bursts, N events, and modulation lanes. These features depend both on the frequency and the 
Io/non-Io source parameters (51)(H6) [Hess et al., 2008; (52)(H7) [Imai et al., 1992]. An excellent 
observation of a Jovian Io-B is shown in Figure H1. 
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Figure 45 (H1) Frequency-time spectrogram. 

Figure H1. A frequency-time spectrogram showing a Jupiter Io-B event on 14 May 2021 from D. Typinski. Five hours 
of data covering a frequency range of 16-32MHz show common spectral features like arc structures, L-bursts. The 
ŎǳǊǾŜŘ ōŀƴŘǎ ŀǊŜ CŀǊŀŘŀȅ ƭŀƴŜǎ ŎŀǳǎŜŘ ōȅ ǇǊƻǇŀƎŀǘƛƻƴ ǘƘǊƻǳƎƘ 9ŀǊǘƘΩǎ ƛƻƴƻǎǇƘŜǊŜΦ 

Radio JOVE Antenna 

In simple terms, a radio antenna intercepts energy from electromagnetic waves and converts that energy 
into an electrical signal at the antenna terminals. This weak radio frequency signal is fed from the antenna 
through a transmission line to the radio receiver (52)(H8)(Radio JOVE, 2012).  

5ǳŜ ǘƻ ƛƴŎǊŜŀǎƛƴƎ ƛƻƴƻǎǇƘŜǊƛŎ ŀōǎƻǊǇǘƛƻƴ άŎǳǘǘƛƴƎ ƻŦŦέ ǎƛƎƴŀƭǎ ōŜƭƻǿ мр aIȊΣ along with the Jupiter 
emission signal strength decreasing above 24 MHz, the optimal frequency range for ground-based Jupiter 
observations is from 18 ς 22 MHz. Therefore, antennas designed for a center frequency near 20 MHz 
(wavelength = 15 m) are ideal for Jupiter, and also work very well to observe solar radio emissions. A single 
half-wave wire dipole antenna is a simple and inexpensive antenna to detect the strongest Jupiter radio 
signals. 

For a 20 MHz dipole, the tip-to-tip length is 23.4 ft (7.1 m). To achieve an antenna beaming pattern (i.e., 
ƳŀȄƛƳǳƳ Ǝŀƛƴύ ǇƻƛƴǘƛƴƎ ǳǇǿŀǊŘΣ ǘƘŜ ŘƛǇƻƭŜ ƛǎ ƳƻǳƴǘŜŘ ƘƻǊƛȊƻƴǘŀƭƭȅ ŀ ǉǳŀǊǘŜǊ ǿŀǾŜƭŜƴƎǘƘ ό˂κпύ ŀōƻǾŜ ǘƘŜ 
ground. The added benefit of a horizontal dipole with an upward-pointing beam is that it is less sensitive 
ǘƻ ǘŜǊǊŜǎǘǊƛŀƭ ƛƴǘŜǊŦŜǊŜƴŎŜΣ Ƴƻǎǘ ƻŦ ǿƘƛŎƘ ŎƻƳŜǎ ŦǊƻƳ ǘƘŜ ƘƻǊƛȊƻƴΦ ¢ƘŜ ˂κп ƘŜƛƎƘǘ ƛǎ ƻǇǘƛƳŀƭ ǘƻ ŀŎŎƻǳƴǘ 
for reflected waves off of the ground adding together in phase (constructive interference). The ground 
acts like a reflector to radio waves if the conductivity of the soil is of good quality; for example, a moist, 
rich soil is very good quality (53)(H9)(Flagg, 2005). Changing the height of the dipole antenna will change 
ǘƘŜ ōŜŀƳ ǇŀǘǘŜǊƴΦ CƻǊ ŜȄŀƳǇƭŜΣ ŀ ŘƛǇƻƭŜ ƭƻŎŀǘŜŘ ŀ ƘŀƭŦ ǿŀǾŜƭŜƴƎǘƘ ό˂κнύ ŀōƻǾŜ ƎǊƻǳƴŘ ǿƛƭƭ ŎŀǳǎŜ ŀ ƴǳƭƭ 
overhead and a split beam 30° above the horizon (53)(H9) (Flagg, 2005).  

To detect weaker radio emissions, Radio JOVE developed an antenna array using two dipole antennas 
(Figure H2) to achieve almost twice the gain of a single dipole. Without a phasing cable, the two antennas 
produce an overhead beam, somewhat narrower than that of a single dipole alone. It is an important 
principle of antennas that the higher the gain the narrower the antenna beam will be. The power 
combiner adds the two signals together and since they are in-phase with one another the resulting signal 
sent to the receiver is twice that of a single dipole alone (52)(H8)(Radio JOVE, 2012). 
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Figure 46 (H2) Jove dual dipole antenna. 

Figure H2. The Jove dual dipole antenna showing the Jove dual dipole array with a phasing cable inserted in the 

transmission line leading from the south dipole to the power combiner. This is a configuration for northern 

hemisphere observers. For an observer in the southern hemisphere the phasing cable would be installed in the line 

leading from the north dipole to the power combiner. 

Steering the Antenna Beam 

Another benefit to using a dual dipole array is that you can change the beam direction (beam steering) by 
adding a phasing cable. By delaying the signal from the south dipole by the proper amount of time, the 
waves from each antenna will arrive in-phase at the combiner. This extra length of cable delays the signal 
from the south antenna the same amount that the signal to the north antenna was delayed by traveling 
the extra distance. The extra length of cable is called a phasing cable (Figure H2), and the delay required 
in the phasing cable depends on the elevation of the source. If the observer were in the southern 
hemisphere and the source were at northern declinations, then the beam should be steered north by 
using a phasing cable in the northern antenna (52) (H8)(Radio JOVE, 2012). 

The optimum beam elevation depends upon the latitude of the observer and the declination of Jupiter (or 
the Sun). To obtain the strongest signals, antenna phasing and height should be set so that the beam 
center (maximum gain) is directed toward the celestial object of interest. For example, Figure H3 shows 
a phasing cable added to steer the beam to 60° above the southern horizon (52)(H8)(Radio JOVE, 2012). 
See the Radio JOVE website (radiojove.gsfc.nasa.gov/radio_telescope/manuals/) and (53)(H9)Flagg 
(2005) for more beaming patterns. 
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https://radiojove.gsfc.nasa.gov/radio_telescope/manuals/RJ_ant_manual_2.0.pdf
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Figure 47 (H3) antenna beam steering. 

Figure H3. A 90° phasing cable added to the south dipole coax steers the antenna beam south. In this example the 

dipole array is 10-ft high, and the beam center is approximately 60° above the southern horizon. 

 

Other Antennas for Observing Jupiter Decameter Radio Emissions 

A single or dual dipole is not the only way to observe Jupiter radio emissions. For those needing a smaller 
space for an antenna, the two-element Moxon provides a modest gain and a proven success for receiving 
Jupiter emissions. A two-or-three-element Yagi antenna provides excellent directivity and gain, but usually 
requires impedance matching and a tower to mount the antenna. Other antennas include a quad, log 
periodic, a helix, and polarimeters. These offer higher performance but are typically more expensive and 
require significant mounting structures (53)(H9)(Flagg, 2005).  

As mentioned ŜŀǊƭƛŜǊΣ WǳǇƛǘŜǊΩǎ 5!a ǊŀŘƛƻ ŜƳƛǎǎƛƻƴǎ ŀǊŜ ƘƛƎƘƭȅ ŎƛǊŎǳƭŀǊƭȅ ǇƻƭŀǊƛȊŜŘΦ ¢ƘŜǊŜŦƻǊŜΣ ǇƻƭŀǊƛȊŜŘ 
antennas and antenna arrays are excellent for observing Jupiter and provide more gain than a linearly 
polarized antenna. A crossed-Yagi or crossed log periodic antenna gives the ability to detect right-hand 
(RCP) and left-hand circular (LCP) polarization. A square array of four dipoles can be made into a 
polarimeter (an instrument that shows RCP and LCP signals separately) by combining the signals from the 
four dipoles using a hybrid ring. 

Finally, receivers with a wide bandwidth, such as the modest cost software defined radios (SDRs), can be 
matched with wideband antennas to create a radio spectrograph displaying frequency-time data. The 
advantage is that spectral information about the radio emitter leads to a much better understanding of 
the physics behind the radio wave generation and propagation. These multifrequency radios can be 
matched with wideband antennas providing excellent spectral coverage of Jupiter or solar radio 
emissions. Wire dipoles allow for 3 ς 4 MHz of bandwidth, so an excellent spectrograph can be made of 
an SDR radio and a dual dipole antenna (see the Radio JOVE 2.0 system). For wider bandwidths, a 
terminated folded dipole (TFD) square array can provide excellent spectral coverage and polarization 
(Typinski, 2020). However, adding polarization and beam steering to wideband systems makes them a bit 
more complicated and expensive.  

 

References  
(47)(H2).ƛƎƎΣ 9Φ YΦ όмфспύΣ LƴŦƭǳŜƴŎŜ ƻŦ ǘƘŜ ǎŀǘŜƭƭƛǘŜ Lƻ ƻƴ WǳǇƛǘŜǊΩǎ ŘŜŎŀƳŜǘǊƛŎ ŜƳƛǎǎƛƻƴΣ Nature, 203, 1008ς

1010. 



64 
 

(46)(H1)Burke, B. F., and K. L. Franklin (1955), Observations of a variable radio source associated with the 
planet Jupiter, J. Geophys. Res., 60, 213ς217. 

(49)(H4)Carr, T. D., M. D. Desch, and J. K. Alexander (1983), Phenomenology of magnetospheric radio 
emissions, in Physics of the Jovian Magnetosphere, edited by A. J. Dessler, pp. 226ς284, Cambridge 
Univ. Press, New York. 

(50)(H5)Clarke, J. T., D. Grodent, S. W. H. Cowley, E. J. Bunce, P. Zarka, J. E. P. Connerney, and T. Satoh 
όнллпύΣ WǳǇƛǘŜǊΩǎ ŀǳǊƻǊŀΣ ƛƴ Jupiter: The Planet, Satellites and Magnetosphere, edited by F. Bagenal, T. 
E. Dowling, and W. B. McKinnon, pp. 639ς670, Cambridge. Univ. Press, Cambridge, U. K. 

(53)(H9)Flagg, R. S., Listening to Jupiter, 2nd Ed., Radio-Sky Publishing, 2005. ISBN 1-889076-06-6 
(52)(H8)Radio JOVE, Radio JOVE Antenna Manual, 2012, 
 https://radiojove.gsfc.nasa.gov/radio_telescope/manuals/RJ_ant_manual_2.0.pdf  
(51)(H6)Hess, S., B. Cecconi, and P. Zarka (2008), Modeling of Io-Jupiter decameter arcs, emission beaming 

and energy source, Geophys. Res. Lett, 35, L13107, doi:10.1029/2008GL033656. 
(48)(H3)Hess, S. L. G., E. Echer, and P. Zarka (2012), Solar wind pressure effects on Jupiter decametric 

radio emissions independent of Io, Planet. Space Sci., 70, 114. 
(54)(H7)LƳŀƛΣ YΦΣ [Φ ²ŀƴƎΣ ŀƴŘ ¢Φ 5Φ /ŀǊǊ όмффнύΣ ! ƳƻŘŜƭ ŦƻǊ ǘƘŜ ǇǊƻŘǳŎǘƛƻƴ ƻŦ WǳǇƛǘŜǊΩǎ ŘŜŎŀƳŜǘǊƛŎ 

modulation lanes, Geophys. Res. Lett., 19, 953ς956. 
(55)(H10)Typinski, D., TFD Square Array AN-TFD-24-4 Instruction Manual, Typinski Radio Astronomy, 

January 2020. 
 https://radiojove.net/SUG/Pubs/TRA%20AN-TFD-24-

4%20Square%20Array%20Manual%202020%2001%2025.pdf  
(56)(H11)Williams, D., Gass, J. The Radio JOVE Website, https://radiojove.gsfc.nasa.gov/. Last modified, 

July 7, 2022. 
 
 

I. HF Active Antenna - A Study of an Active Antenna for HF Radio Astronomy - Bruce Randall, 

(NT4RT) 
 

An active antenna is an antenna where an active part of the receiver (an amplifier) is an integral part of 

the antenna itself. The 2012 Long Wavelength Array (LWA) work by Brian Hicks (57) [I1] is a good example 

of an active antenna for radio astronomy at 20 to 80 MHz. The Hicks antenna is normally used in arrays of 

many hundreds or thousands. One of these antennas occupies a 2.5-meter diameter circle on the ground 

and is about 1.5 meters tall. The LWA antennas are available to amateurs from Reeve Observatory (58) 

[I2]. The Murchison Widefield Array (MWA) (59)[I3] covers 70 ς 300 MHz in a manner similar to the LWA.    

I was looking at the possibility of a physically smaller antenna where one to four would make up an array.  

This is intended for use between 15 MHz and 40 MHz. Horizontal polarization is used because it is 

generally more appropriate for radio astronomy. A vertical polarization antenna close to the ground has 

a strong response at the horizon and a null overhead. A horizontal polarized antenna has the opposite.  

HF sky wave signals arrive at low angles, so the null at the horizon helps reduce this interference and 

atmospheric static. The path through the ionosphere for radio astronomy signals is unobstructed at the 

high angles where the horizontal polarization performs the best. In this paper, only E-Field antennas are 

studied. H-Field or magnetic loops are a possibility for a future study.   

https://radiojove.gsfc.nasa.gov/radio_telescope/manuals/RJ_ant_manual_2.0.pdf
https://radiojove.net/SUG/Pubs/TRA%20AN-TFD-24-4%20Square%20Array%20Manual%202020%2001%2025.pdf
https://radiojove.net/SUG/Pubs/TRA%20AN-TFD-24-4%20Square%20Array%20Manual%202020%2001%2025.pdf
https://radiojove.gsfc.nasa.gov/
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The galactic background limits the usable sensitivity of a radio telescope in the 20 ς 40 MHz area.  The 

paper by Dave Typinski (60)[I4] outlines this very well. Sky temperatures at the galactic pole are 50 kK at 

20 MHz and 10 kK at 40 MHz (kK = kilo Kelvin). Levels are higher towards the galactic equator. 

The question becomes: How big of an active dipole antenna is needed? A -20 dBi antenna gain would 

leave a 50 kK background, producing a 500 K antenna temperature, which is a reasonable level to work 

with. There are several variables involved in the calculations. Free space was used for comparison 

calculations. Receiving from a transmitting dipole is good for a comparison between E-Field and dipole 

receive antennas. 

Pt  = Transmit power in watts, set to 1 watt for calculations. 

Pr = Receive power in watts was evaluated. 

Gt = Transmit antenna gain over isotropic as a ratio, set to 1.64 (dipole) for calculations. 

Gr = Receive antenna gain over isotropic as a ratio, set to 1.64 (dipole) for calculations. 

d = distance in meters, set to 1000 meters for calculations. 

E = E-Field level in Volts-per-meter that was evaluated. 

L = length of short dipole for E-Field antenna. Several values evaluated - settled on 1.2 meters. 

 

 

Friis Equation:          ἜἺ ╟◄ ╖◄ ╖► Ȣ
ⱦ

Ⱬ▀
    Equation 1 

E-Field Calculation:        ╔ ╟◄╖◄

▀
    Equation 2 

 

 

The results of calculations are shown in Table I1: 

Frequency 20 25 30 35 MHz 

Field Strength 7000 7000 7000 7000 µV per meter 

Dipole Output -24.2 -26.1 -27.7 -29.0 dBm 

Receiver Noise 290 K -134 -134 -134 -134 dBm, 10 kHz BW 

Dipole Signal/Noise 109.8 107.9 106.3 105 dB, 10 KHz BW 

E-Field preamp input 2736 2736 2736 2736 µV 

E-Field preamp input 
noise 

0.089 0.089 0.089 0.089 µV, 10 KHz BW 

E-Field Signal/Noise 89.8 89.8 89.8 89.8 dB, 10 kHz BW 

E-Field Difference -20.1 -18.1 -16.6 -15.2 dB 

 

Table 3 [I1] Calculation Results. 

The E-Field preamp noise value is based on the noise analysis and measurements in a paper by Wayne 

Martinsen (61)[I5]. Extrapolation from the Vishay J310 FET Data Sheet (62)[I6] produces essentially the 

same results. 

From this analysis 1.2 meters was selected for the E-Field dipole length. 
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Because many active antennas cover a very wide range of frequencies, preamp overload could be a 
problem if a broadcast site is close by. In the US, stations operate up to the following levels (Table I2): (63) 
[I7] 
 

Service Frequency Power Polarization Field Strength @ 1 km 
AM Broadcast  0.5 - 1.5 MHz 50KW ERP  Vertical 1.22    Volts per meter 

TV Lo Band  54 - 88 MHz 100KW 
ERP 

Horizontal + 
Circular 

1.73    Volts per meter 

FM Broadcast 88 - 108 MHZ 100KW 
ERP  

Horizontal + 
Circular 

1.73    Volts per meter 

TV Hi Band 174 - 216 MHz 316KW 
ERP 

Horizontal + 
Circular 

3.08    Volts per meter 

TV UHF 470 - 600 MHz 5MW ERP Horizontal + 
Circular 

12.25 Volts per meter 

 

Table 4 [I2] US Station Operating Levels.  

The field strength values are based on free space loss. They will be lower in a practical situation because 
of many local obstructions. These levels can still be substantial near a broadcast site.  A larger dipole would 
produce more potential for an overload problem. 
 

A receiving short dipole, or monopole probe (<< l), has a capacitive source impedance with a very low 
series resistive part. A preamplifier that has very high capacitive input impedance is needed. The length 
and diameter of the elements set the impedance. This source impedance and the preamp make a voltage 
divider that loses some signal level. The dipole source impedance should be lower (more capacitance), 
and the preamp impedance should be higher (less capacitance) for the lowest loss.  Figures I1 and I2 show 
the calculated dipole capacitance using EZNECϰ models. These also agree with other references of short 
antenna impedance. 
 

 
 
Figure 48: [I1] Short Dipole C vs. Length.                                                   
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Figure 49: [I2]] 1.2m Long Dipole C vs. Diameter. 

 
The US Navy did some active antenna research in 1973 (64)[I8]. This seems to be the first reference 
available on using a Field Effect Transistor (FET) as a high impedance unity gain buffer amplifier in a voltage 
probe or E-Field antenna. Work by the Warsaw Pact military (65)[I9] in 1982 on the KAA1000 design is 
another early reference to EField antennas using an FET buffer amplifier. Because these antennas usually 
have very wide bandwidth, intermodulation from many signals being amplified at once is a significant 
problem. Chris Trask (66)[I10] shows how to get very good linearity to address these intermodulation 
problems in Figure I3. The high fT PNP transistors needed for the Trask designs are now hard to acquire, 
and expensive. The modern ICs that are supposed to serve this function have class AB output stages that 
violate an important point of the Trask design of always using class A amplifiers for good linearity. Other 
circuits in the Trask paper have even better large signal handling at the expense of complexity.  
 

 

Figure 50: [I3] Example from the Trask Paper.     
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Figure 51: [I4] Input Filter from Benko Design. 

 

Larry Benko, W0QE, has an active antenna design with good intermodulation performance and a  

bandwidth limiting between the antenna element and the FET amplifier (67)[I11]. In the Benko design, the 

filter (Figure I4) passes between 2.7 ς 30 MHz. This filter allows the antenna to perform properly near AM 

and FM broadcast transmitters. The filter circuit was modified to pass between 15 ς 40 MHz for my design. 

The input circuit of an FET preamp looks like a small capacitor, typically between 3 ς 5 pF.  The antenna 

looks like a generator with a capacitor in series, typically between 5 ς 10 pF. This makes a voltage divider 

that has an almost constant ratio across a wide range of frequencies. This divider also causes a loss in 

signal level, reducing the sensitivity of the antenna. Shown in Figure I5 is the 100 uV antenna voltage 

reduced to 77 uV by the capacitive divider. The loss due to the FET finite transconductance will typically 

leave 73 uV output from the FET.    

 

 

 

 Figure 52: [I5] is the 10 0uV antenna voltage reduced to 77 uV by the capacitive divider. 

 

A monopole whip above a ground plane is inherently vertically polarized.  A differential input amplifier is 

required to make a horizontally polarized antenna. From Figure I2 the dipole capacitance is about 5 pF.  

Split between two preamps, each half of the dipole looks like 10 pF to the respective preamps. Figure I6 
shows the connection of two preamps and an RF transformer to make a differential amplifier. Guenter 

Fred Mandel (68)[I12] explains more about this and shows differential inputs for use with a dipole. This is 

written in German, but the diagrams and math are clear to English speakers. 
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Figure 53: [I6] shows the connection of two preamps and an RF transformer to make a differential amplifier. 

Mini-Whip E-Field antennas are designed for general purpose short wave listening. There are several 

designs under this label floating around the internet.  The complete antenna and preamplifier typically fit 

in a plastic tube about 40 mm in diameter and 150 mm tall. One design version was selected for 

experiments to allow easier setup; three samples were ordered. This chosen version can be seen in Figure 

I7, with the test setup in Figure I8. The schematic that was traced out is in Appendix A, it is labeled 

άa²9.έ ǘƻ ƛŘŜƴǘƛŦȅ ǘƘŜ 9.ŀȅ ƻǊƛƎƛƴΦ 

 

 

 

 

Figure 54: [I7] Chosen Mini-Whip E-Field Antenna. (photo by NT4RT) 
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Figure 55: [I8] Test Setup. (photo by NT4RT) 

 

MWEB characteristics: 

¶ It was available in less than 1 week, it was also a poor choice. 

¶ BF998 dual gate FET is an input source follower. Gain < 1. This transistor was used in the previous 
generation of TV tuners. This is probably a good choice for the FET here. 

¶ BCX54 NPN output emitter follower: This transistor has a poor fT of only 100 MHz. This part seems 

to be made for automotive relay drivers. It was not intended as an RF amplifier. One EBay seller 

touted this transistor as an improvement over a 2N5109 that has almost 10 times the fT! Let the 

buyer beware! The desired fT is at least 10 times the highest operating frequency, or 400 MHz for 

this project. A SMT SOT89 version of the 2N2222 would have 300 MHz.  

¶ Output Emitter follower current is only 23 mA. A current of 50 mA or more is desired for better 

signal handling. 

¶ Built in coax power feed at the antenna: It works well over the frequencies of interest. 

¶ It comes with a bias tee for the receiver end of the coax cable, which is very usable. 

¶ All resistors and capacitors are 0402 size SMT parts, which are very difficult to modify by hand. 

Test waveforms at 1 MHz were applied to the input through a 1 nF capacitor. Scope traces of input vs. 

output are in Figures I9, I10 and I11. The blue trace is the output. Notice the unsymmetrical overload with 

the triangle wave in Figure I11. The large signal response seems marginally reasonable. 
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Figure 56: [I9] Scope trace 1.                            

 

Figure 57: [I10] Scope Trace 2.          
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Figure 58: [I11] Scope Trace 3.          

The frequency response was measured with both 1 nF and 6.8 pF series source capacitors. The signal level 

drop due to the 6.8 pF capacitor is close to 6 dB (1/2 voltage) in the frequency range of 15 MHz to 40 MHz.  

This shows the preamp input capacitance is around 7 pF. The input FET accounts for about 2 pF, so the 

layout capacitance and protection diodes account for about 5 pF. Figure I12 shows the frequency 

response. 

Figure 59: [I12] MWEB Active Antenna Preamp Measured Gain. 

 

It was availability for experiments, not best performance, that caused the selection of the MWEB. A 

simplified version of the Benko input filter was added to the board. The new filter in Figure I13 and I14 

was optimized for 15 MHz ς 40 MHz. Because the inductors cancel some of the capacitive effects, the 

filter has some voltage gain. The resistors are needed to lower the Q of the inductors to avoid narrow 

peaks. The resistors add negligible noise.   

 

              

Figure 12    
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Figure 60: [I13] Antenna-Filter Preamp.      

 

 

Figure 61:[I14] Input Filter Response, LTSPICE Model. 

The differential input shown in Figure I6 was implemented as shown in Figure I15. The MAV-11 MMIC 

adds some gain to help with cable loss and the input needs of the AirSpy Miniϰ with a SpyVerterϰ used 

as a receiver. L3 and C1 make a broad filter to reduce out-of-band signals. Figure I16 is a picture of the 

complete antenna amplifier. The tacked together construction made testing and experimenting easy. Now 

this assembly needs to be weather proofed for testing with an actual antenna. 
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Figure 62: [I15] Differential Input Circuit.       

 

 

Figure 63: [I16] Complete Antenna Amplifier. (photo by NT4RT) 

The dipole elements used are each 0.6 meter long for a total length of 1.2 meters. They are made of US 
άмκн ƛƴŎƘέ ŜƭŜŎǘǊƛŎŀƭ ŎƻƴŘǳƛǘ, which is 18 mm outside diameter. ¢Ƙƛǎ ŎƻƴŘǳƛǘ ƛǎ ŀƭǎƻ ǎƻƭŘ ŀǎ άмκн-inch EMT,έ 
and is supported by a frame of PVC plumbing pipe. Figure I17 shows the 18 mm tubing and the PVC 
plumbing pipe, notice the PVC pipe is lashed to a camera tripod for testing. Figure I18 shows how the 
preamp assembly is hung on the dipole for testing; please note that more substantial mounting, and a 
weatherproof box, are needed for unattended observations. The cable to the building where the SDR and 
computer are located is about 30 meters of low-loss, 75-ohm RG11 size coax cable. 
 
 
This E-Field antenna is still being evaluated in lab measurements. The conference presentation will show 
further test results.  
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Figure 64: [I17] Completed Antenna. (photo by NT4RT) 

   

 

                                  

Figure 65:[I18] Plumbing. (photo by NT4RT) 
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The LTSPICEϰ (69) [I13] circuit simulator was used for the circuit analysis. The EZNECϰ v.5.0 (70) [I14] 

antenna simulator was used for all antenna analysis. The current version is v.6.0. These two programs 

allowed considerable insight into what is happening with the E-Field antenna and the associated 

preamplifier.    

EZNEC, LTSPICE and .xlsx files used in analysis are available to any SARA member. Contact me at 

brandall@comporium.net. 

 
Appendix A: Schematic of Mini-Whip from EBay  

 
Figure 66 [I19] MWEB Schematic. 

 
Appendix B: Output Voltage Levels for a Short Dipole 

Open circuit output voltage of a short dipole: V = E * d_eff, E = V/m of wave d_eff = effective dipole length 
in meters, 1/2 the physical length for constant diameter dipole. 
 
An excellent explanation is provided by Prof. David Staelin from MIT Course Number. 6.661 (71) [I15].   
 

{ŎƘŜƳŀǘƛŎ ƻŦ άa²9.έ ¢Ƙƛǎ ƛǎ ŀƭǎƻ ǘƘŜ [¢{tL/9 ŀƴŀƭȅǎƛǎ ƳƻŘŜƭΦ 

 

mailto:brandall@comporium.net
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Figure 67 [I20] Receiving Properties of Antennas. (71)[I15]  
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Hydrogen 21-cm Line 
J. Horn and 3.7m parabolic Dish System - Charles Osborne (K4CSO) 
Neutral Hydrogen (H1) is one of the most abundant elements in the universe. H1 emits 1420.4057 MHz. 

This frequency is also subject to Doppler which can be measured with a small parabolic dish and SDR. 

Charles Osborne (K4CSO) built a horn and a 3.7 m dish system to detect H1 (Figure J1). 

 

 

Figure 68: [J1] H1 horn. (photo by K4CSO) 

¢ƘŜ ƘƻǊƴ ƛǎ ŀ ά{ǘŀƴŘŀǊŘ Dŀƛƴ IƻǊƴ ό{DIύέ ƴƻǊƳŀƭƭȅ ǳǎŜŘ ǘƻ ŎƻƳǇŀǊŜ Ǝŀƛƴǎ ƻƴ ŀƴ ŀƴǘŜƴƴŀ ǊŀƴƎŜΦ Its gain 

ƛǎ мсΦлр Ř.ƛΦ ¢ƘŜ ƘƻǊƴ ŘƛƳŜƴǎƛƻƴǎ ŀǊŜ нсΦнрέ × нлΦооέ ŀǘ ǘƘŜ ƳƻǳǘƘ and ннέ ŘŜŜǇ ǿƘŜǊŜ ƛǘ ŜƴǘŜǊǎ ǘƘŜ 

оΦнрέ × сΦрέ L5 ǿŀǾŜƎǳƛŘŜ ǎŜŎǘƛƻƴ, which has a length of уέΦ ¢ƘŜ ǇǊƻōŜ ƛǎ ǇƭŀŎŜŘ нΦннέ ŦǊƻƳ ǘƘŜ ōŀŎƪ ǿŀƭƭ, 

ǎƘƻǊǘ ŎŜƴǘŜǊŜŘ ƻƴ ǘƘŜ ǿƛŘŜ ŘƛƳŜƴǎƛƻƴ ƻŦ ǘƘŜ ǿŀǾŜƎǳƛŘŜΦ ¢ƘŜ ƘƻǊƴ ƛǎ ŀǇǇǊƻȄƛƳŀǘŜƭȅ ŜǉǳƛǾŀƭŜƴǘ ǘƻ ŀ нпέ 

dish, giving a beamwidth of 26°. It is capable of detecting Hydrogen from strong sources like the Galactic 

Center. 

The SGH is approximately the same gain as the small WiFi grid dish mounted on the feed of the 3.7 m for 

these tests (Figure J2). 

 

Figure 69: [J2] Charles Osborne 3.7m Dish. (photo by K4CSO) 

The parabolic dish is a GigaSat FA-370 3.7 m, with a focal length: 54έ όлΦотр F/D) prime focus. It has an 

estimated 31.5 dBi gain and 4.3° beamwidth (11 dB Sun noise at 124 Solar Flux). 
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The Feed is a Septum Polarized (circular polarized for 1296 EME TX/RX) based on the OK1DFC design 

(79) [J1][ ok1dfc.com/eme/Technic/septum/W1GHZanalysis.pdf], built by Mike Melum, KL6M.com. The 

feed is a 6" × 6" × 24" square aluminum, with an 18" diameter × 3" deep Fat Daddio cake pan for the 

scalar choke ring. Positioning the choke ring fore and aft a few centimeters from the throat of the horn 

helps match the feed beamwidth to the angle needed for the dish focal length to get the best signal to 

noise. Moving it forward on the feed narrows the feed beamwidth, and pulling it back widens the feed 

beamwidth. 

Positioning: The dish uses an Ocean Server OS5000 3axis magnetometer for pointing readout. 

The positioning is elevation over azimuth, driven by 18 V DC cordless drill motors, using jackscrews for 

elevation, and a chain drive for azimuth. 

RF Chain: 

LNA: SAWBird+H1 40 dBg 0.6dB NF 

Feedline: 100 feet RG214 ( -15dB loss) 

PostAmp:  NoElec LaNA  16dBg 1dB NF 

Receiver:  RTL-SDR.com V3  

Software: SDR# 

Antenna Analysis was conducted on the two antennas with the results shown in Table J1: 

 Standard Gain Horn  3.7m Dish 

Thot (85°F = 302 Kelvin) -66.28dB -66.63dB 

Sun Noise (Solar Flux 124) 1.03dB 11.05 dB 

Tcold (15 Kelvin) -68.78dB -69.39dB 

Y-Factor 2.5dB 2.76dB 
Table 5:[J1] Charles Osborne (K4CSO) Antenna Analysis. 

Results show the SDR# output screen with the H1 detection of the Milky Way Plane. Multiple spiral arms 

are seen. The peaks below 1420.405 are red shifted lower in frequency because they are going away from 

us at up to 100 km/sec. The other peak above 1420.405 is blue shifted higher in frequency by doppler 

because it is going toward us at similar speeds (Figure J3). 

 

Figure 70: [J3] 3.7m H1 detection of the Galactic Plane. (photo by K4CSO) 

http://www.ok1dfc.com/eme/Technic/septum/W1GHZanalysis.pdf
http://kl6m.com/
http://rtl-sdr.com/
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A common question I get is, άWƘȅ Řƻ ȅƻǳ Řƻ ǘƘƛǎΚέ ¢ƘŜ ƴŜȄǘ Ƴƻǎǘ ŎƻƳƳƻƴ ǉǳŜǎǘƛƻƴ ƛǎ, άHow far can you 

see with that ǘƘƛƴƎΚέ ¢ƘŜ ŀƴǎǿŜǊǎ, in typical amateur radio fashion, are often just to see how far I can pick 

up. By detecting the various spiral arms of our Milky Way Galaxy, one can gradually improve the system 

performance until we are seeing just beyond the Galactic Center at 30,000 to 40,000 Light Years. Most 

hams are content with the challenges of talking around the world, or in the case of Moonbounce, 500,000 

miles, which is only 2.6 Light Seconds.  

How we do this involves gradually improving system performance by minimizing system drift in gain and 

frequency while producing as narrow of an antenna beam as possible to exclude ground noise and 

interference. Radio Astronomers use techniques not unlike optical astronomers, like taking time exposure 

pictures. In radio, this involves averaging hundreds of thousands of measurements to beat down the 

random noise gradually exposing the hydrogen signal at more and more of a distance. The simplest 

technique, drift scanning, allows the sky to move in front of a fixed dish pointed at a particular elevation 

corresponding to declination. The sky is moving by at 15° per hour, so integration times longer than a few 

minutes begin to smear out details. 

More advanced amateur radio astronomers use tracking antennas to follow a portion of the sky, 

sometimes for many hours. This can allow objects millions of light years away to be detected in larger 

systems by integration for hours instead of minutes. The challenges and rewards are in the building of 

system electronics stable and sensitive enough to make measurements over hours so that they can be 

added into software to achieve the desired accuracy and sensitivity. 

Dish antennas can be light ς Figure 4 shows K4CSO with a 3 m dish. 

 

Figure 71: [J4] Light Weight 3 m Dish. (photo by K4CSO) 

References:  

(79)68. Melum, Mike. [J1] OK1DFC Septum Polarized Feed. 

http://www.ok1dfc.com/eme/Technic/septum/W1GHZanalysis.pdf. 
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K. Parabolic Dish Reflector and Loop Feed Choke Ringed Reflector Antenna for 21cm (1420 

MHz) Neutral Hydrogen RF Emission for Radio Astronomy ς Alex Pettit (KK4VB) 
 

Derived from the work of Rastislav Galuscak, OM6AA. (80)[K1] 

 

Shorter radio frequencies and centimeter wavelengths have characteristics of light in that they can be 

focused by reflectors.  With optical telescopes, light waves are concentrated by parabolic reflector mirrors 

on an eyepiece. In addition to intensity, the resolution of an optical telescope is proportional to its 

objective size (Dawes Limit). 

 
In 1867, William Dawes determined the practical limit on resolving power for a telescope, known as the 

Dawes limit. Dawes expressed this as the closest that two stars could be together in the sky and still be 

seen as two stars. The Dawes Limit is 4.56 seconds of arc, divided by the telescope aperture in inches. 

 

The larger the telescope's aperture, the higher its ability to resolve fine detail or separate closely spaced 

stars. Similarly, weak microwave RFs are reflected and intensified by parabolic dishes onto an antenna. 

The larger the reflector, the narrower the beam width, and the greater the ability to resolve detail in 

astronomical objects. 

 

One of the more easily observed radio frequency structures is the RF radiation from the large neutral 

hydrogen clouds within the Milky Way. Although not a trivial task, shape, intensity, and velocity 

quantitative measurements can be performed with parabolic reflectors as small as 1 m diameter. 

 

The 31-page OM6AA document gave sufficient detail to scale the 23 cm/13 cm loop feed to 21 cm radio 

telescope reception.   

 

I followed the construction of the antenna in detail; it consisted of a soldered assembly of copper PC board 

base, lathe turned feed-thru, and sheet brass choke ring. It was time consuming to construct but 

performed extremely well. 

 

I experimented with more off-the-shelf items to derive an antenna that matched the size and performance 

of the OM6AA design and found an easily constructed alternative. The total cost of the parts was around 

$25. Operational tests have shown its performance is equal to the more complex copper/brass OM6AA 

antenna. 

 

CONSTRUCTION: 

 

The details are shown in Figure K1.  

 

1) Machine/hacksaw and file the shield region of the Type N feed-thru to create a small tab for the shield 

connection of the loop. The lessened material makes soldering much easier. 

 

2) Form a 211 mm length of 1/8th inch copper wire (or tubing) into a circular loop. 
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3) Hacksaw the cake pan to an inner depth of 33 mm, then locate and drill a 3/4" hole for the Type N feed 

thru. Ensure that you scrape off a perimeter around the hole of the non-conductive gray cake pan coating 

to provide full electrical contact. 

 

4) The attachment will be determined by your installation. I used heavy copper wire lugs to interface with 

the back of the pan which were inserted into aluminum tubing, and the tubing into the main support 

structure. 

 

TUNING (Figures K2 ς K5): 

 

You can't just guess for tuning, a nanoVNA or equivalent is required. 

 

1) For initial tuning, cut the loop a few mm over the 211 mm length and solder it to the feed-thru, then 

install the feed-thru into the reflector/choke with a spacing of 25 mm.  

 

2) To test the Frequency adjust the stand-off distance until you get the frequency to ~ 1435 MHz.  

After mounted, the reflector will pull down the frequency by 15-20 Mhz.  

 

3) If you must lower the stand-off height below 20 mm, shorten the loop 2 ς 3 mm and re-try.    

Note: Decreasing the spacing increases the resonant frequency.  

 

a) Having the loop too low, will limit its ability to see (receive) the RF from the outer region of the reflector 

and reduce signal amplitude. 

b) If the loop is too high, it will degrade performance by allowing the loop to receive too much ground 

noise. 

 

  
Figure 72: [K1] Construction Dimensions. 
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Figure 73: [K2] Original OM6AA Loop Feed scaled to 1420 MHz. 

 

 

Simplified "Cake Pan" derivative of the original: 

 

 

 

 

 

 

 

 

 

 
 

Figure 74: [K3] Antenna Performance via nano VNA. 
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Figure 75: [K4] Antenna Performance via nano VNA. 

 

 

Figure 76: [K5] Shopping List. 

 

With this antenna mounted to a 1 m reflector, and the appropriate electronics and software, you can 

make and plot regions of neutral hydrogen clouds within the Milky Way, shown in Figure 6: 

 

Figure 77: [K6] Milky Way. 

Reference 

(80)69. OM6AA. [K1] Loop_Feed_with_enhanced_performance. 

http://www.om6aa.eu/Loop_Feed_with_enhanced_performance.pdf. 
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L. Hydrogen line beginners telescope.  - Michiel Klaasen 
 

The hardware of the telescope consists of an obsolete satellite dish, and a paint bucket. The electronic 

components are a low-cost pre-amplifier, a satellite inline amplifier used as a power inserter, and a 

RTLSDR radio dongle. The pre-amplifier could also be replaced by an inline amplifier. 

Before disconnecting the original LNB, place the dish on its side on a table and mark the location and 

aperture plane of the original LNB. 

When you want to replace the LNB with the bucket horn you will see that it cannot be placed on the 

original location because the support arm is obstructing that, so saw the supporting arm halfway and bend 

it outward. Adjust the new horn so that the opening is on the same spot and in the same plane as the old 

one, be sure to use an extra U-form bracket. Fixate the support arm with rivets and the horn bracket with 

screws. 

Prepare the paint bucket as described in this video: parac.eu/projectmk9.htm 

The free Windows software used can be found here: parac.eu/projectmk4.htm 

See Figures L1 ς L8: 

 

Figure 78 (L1) Saw half trough and fixate with rivets. 

 

Figure 79 (L2) Mount extra U shape bracket. 

http://parac.eu/projectmk9.htm
http://parac.eu/projectmk4.htm
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Figure 80(L3) Inline amp modified as power inserter. 

 

Figure 81(L4) Optional extra inline amplifier. 
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Figure 82(L5) Low-cost wide band amplifier. 

 

Figure 83(L6) Finished Telescope. 
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Figure 84(L7) Selected 5 Minute integrated line. 

 

Figure 85 (L8) All stack plotted lines. 

  












































































































